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JAPANESE INDUSTRIAL STANDARD JIS

Method for Determination of Dimension of K 6895-1973
Polytetrafluoroethylene Parts

1. Scope

This standard specifies the method for determination of dimension of polytetra—
fluoroethylene parts.

Remark: Tetrafluoroethylene, as it is called here, is a common name and its
chemical name is polytetrafluoroethylene.

2. Meanings of the Terms

2.1 Sample Sample is a unit body of the product taken from the same lot for the
measurement according to (5) 9. in JIS Z 8101-Glossary of Terms Used in Quality Control.

2.2 Method of Sampling This term means the method of sampling prescribed under (5)
in JIS Z 8101-Glossary of Terms Used in Quality Control.

2.3 Method of Sampling Inspection This term means the method of sampling inspec-
tion prescribed under (4) in JIS Z 8101-Glossary of Terms Used in Quality Control.

Applicable Standards:
JIS B 7153-Toolmakers' Microscopes
JIS B T184-Measuring Projectors
JIS B 7420-Limit Gauges
JIS B 7502-External Micrometers
JIS B 7503-1/100 Millimeter Dial Gauges
JIS B 7507-Vernier Callipers
JIS B 7508-Tubular Internal Micrometers
JIS B 7509~1/1000 Millimeter Dial Gauges
JIS B 7512-Steel Tape Measures
JIS B 7515-Cylinder Gauge
JIS B 7516=Steel Ruler
JIS B 7517-Height Gauge
JIS B 7518-Depth Gauge
JIS B 7519-Microindicators
JIS B 7520-Indicating Micrometers
JIS B 7524-Feeler Gauges
JIS B 7533-Lever Type Dial Test Indicators
JIS B 7534~Carpenter's Squares
JIS Z 8101-Glossary of Terms Used in Quality Control
JIS Z 8401-Rules for Rounding off of Numerical Values

Reference Standards:
JIS B 7506-Block Gauges
JIS B 7513-Cast Iron Precise Surface Plate
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