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Testing Methods for Yellowness Index and . K 7103-1977
 Change of Yellowness Index of Plasties (Raafflrmad. 1980)

l;-_SnnBa-

~ This Japanese Induatrial Standard apaciflaa tha taating methods for the
yellowness index and the change in yellowness index of colorless or nearly
white plastics. The plastics herein referred to .mean plastics in the form of |

films, plates, powders, pellets, thraada and liquida However, these do not
includa flunraacant plastics, . LT T

_2 4 .DEfiﬂitiﬂns

N For the. purpnaaa ‘of this atandard tha fnlluw1ng daflnltiana apply in
addition to those apacifiad in JIS 2 8105. |

(1) yallnwnaaa indaa The dagraa in'which the. hue daparta from colorless
- .or.white to the direction of yellow expressed in a positive quantity.
'_Tharafnra when the yellowness index is expressed in a negative value,
1t ahawa that tha hue - tranafara taward the diraatian of hlua. |

(2) nhanga in yallnwnaaa 1ndax " This tarm ia used for avaluating the dagraa'
- of degradation of plastics aapoaad to environment such as light and
hedt, and expressed by the difference between the 1nit1al yallnwnaaa
| indax and tha yallnwnaaa indaa after aapaaura. |

3. Ganaral Candltlnna nf Taat

3.1 Eg_paratlnn_nf Samplaa and Test Placaa - Samplaa ahall be taken by a .
- reasonable method from each lot which can be regarded to be uniform 1n quality.
For plastics in the form of films, plates and threads, aamplaa ahall be taken
by tha mathnd agraad npnn batwaan the partiaa nnnaarnad.

Whara tha aampla takan ia in the form af a film or plate, it ahall be

- used as the test specimen as it is, and where the aampla taken is in other form
such ag powders, pallata, threads and. llqulda, test apaaimana shall be praparad
from anah sample. - -

3.2 Standard atmaapharla Cnnditinna of Tasting Plaaa.:.Tha”atandatd
atmaapharin conditions of the testing place shall, as a rule, be a room at a
tamparatura nf 23 +5 °C and a ralativa hnmldlty nf 50 + 20 /

4, Taat_AEEaratna.

Tha taat apparatua naad ahall be ‘a aalarlmatriclnihmxrdlffaranca meter (l)'
having geometric conditions of illuminating frnm the optical direction of 45°
- and receiving light in the normal direction. However, other nalnrlmatara may
also ba used on agreement batwaan tha partlaa concerned, o

Note (l) Tha nrlginal mndala aftnihmxratandard plataa shall ba :
kept -at the Research Institute for Polymers and TEthlES
nf the Aganny of Induatrlal Science and Tanhnnlngy.
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