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UDC 678-415:678-416:5631.717
JAPANESE INDUSTRIAL STANDARD JIS

Testing methods for thickness of K 7130-1992
plastic film and sheeting

1. Scope This Japanese Industrial Standard specifies testing methods for
thickness of plastic film and sheeting. This cannot be generally applied to film
and sheeting made of foam plastics.

Remarks1l. There are A method (instrument method), B method (mass
method) and C method (electromagnetic ¢ electromagnetic
wave method) for measurement of thickness, but the same
method should be applied when making a thickness comparison.

2. The following standards are cited in this Standard.

JIS B 0601-Definitions and designation of surface roughness
JIS B 7502-Micrometer callipers for external measurement
JIS B 7507-Vernier callipers

JIS B 7509-Dial gauges reading in 0.001 mm

JIS B 7524-Feeler gauges

JIS K 6900-Glossary of terms used in plastic industry

JIS K 7100-Standard atmospheres for conditioning and testing
of plastics

JIS K 7112-Methods for determining the density and specific
gravity of plastics

JIS Z 8401-Rules for rounding off of numerical values

JIS Z 9051-Interval estimation of the population mean (stand-
ard deviation unknown)

3. The International Standards corresponding to this Standard
are as follows.

1SO 4591-1979 Plastics - Film and Sheeting - Determination
of average thickness of a sample and average
thickness and yield of a roll, by gravimetric
techniques (gravimetric thickness)

1ISO 4593-1979 Plastics - Film and Sheeting - Determination
of thickness by mechanical scanning

4. The units and numerical values given in { } in this Standard
are based on the traditional units and are appended for infor-
mative reference.
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