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Foreword

This translation has been made based on the original Japanese Indus-
trial Standard revised by the Minister of Economy, Trade and Industry
through deliberations at the Japanese Industrial Standards Committee
as the result of proposal for revision of Japanese Industrial Standard
submitted by the Japan Plastics Industry Federation (JPIF)/Japan
Thermosetting Plastics Industry Association (JTPIA)/Japanese Stan-
dards Association (JSA) with the draft being attached, based on the pro-
vision of Article 12 Clause 1 of the Industrial Standardization Law ap-
plicable to the case of revision by the provision of Article 14.

Consequently JIS K 7230: 1995 is replaced with this Standard.

This Standard has been made based on ISO 14849: 1999 Plastics—
Phenol-formaldehyde mouldings — Determination of free ammonia and

ammonium compounds — Indophenol method for the purposes of mak-
ing it easier to compare this Standard with International Standard; to
prepare Japanese Industrial Standard conforming with International
Standard; and to propose a draft of an International Standard which is
based on Japanese Industrial Standard.

Attention is drawn to the possibility that some parts of this Standard
may conflict with a patent right, application for a patent after opening
to the public, utility model right or application for registration of utility
model after opening to the public which have technical properties. The
relevant Minister and the Japanese Industrial Standards Committee
are not responsible for identifying the patent right, application for a
patent after opening to the public, utility model right or application for
registration of utility model after opening to the public which have the
said technical properties.
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JAPANESE INDUSTRIAL STANDARD JIS K 7230 : 2007

Plastics — Phenol-formaldehyde mouldings —
Determination of free ammonia and ammonium
compounds (Indophenol method)

Introduction This Japanese Industrial Standard has been prepared based on the first
edition of ISO 14849 Plastics — Phenol-formaldehyde mouldings — Determination of free
ammonia and ammonium compounds — Indophenol method published in 1999 with some
modifications of the technical contents.

The portions underlined with dots are the matters in which the contents of the
original International Standard have been modified. A list of modifications with the
explanations is given in Annex (informative).

1 Scope This Standard specifies a colorimetric comparison method for the determi-
nation of the amount of ammonia and ammonium compounds in phenol-formaldehyde
mouldings.

NOTES 1 This Standard does not provide an absolute measure of the amount of
ammonia present. The amount of ammonia in a moulded article is of
importance when corrosion of metal inserts or contamination of food-
stuffs in contact with the article has to be considered.

2 The International Standard corresponding to this Standard is as fol-
lows.

In addition, symbols which denote the degree of correspondence in
the contents between the relevant International Standard and JIS are
IDT (identical), MOD (modified), and NEQ (not. equivalent) according
to ISO/TEC Guide 21.

ISO 14849 : 1999 Plastics — Phenol-formaldehyde mouldings — De-
termination of free ammonia and ammonium compounds — Indophe-
nol method (MOD)

2 Normative references The following standards contain provisions which, through
reference in this text, constitute provisions of this Standard. If the indication of the
year of publication is given to these referred standards, only the edition of the indi-
cated year constitutes the provision of this Standard but the revision and amendment
made thereafter do not apply. The normative references without the indication of the
year of the coming into effect apply only to the most recent editions (including amend-
ments).

JIS 7 8402-2  Accuracy (trueness and precision) of measurement methods and re-
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