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' JAPANESE INDUSTRIAL STANDARD JIS
Dimensions for Photographic Film K 7521-1984

in Sheets and Rolls for Medical,
Industrial and Dental Radiography

1. Scope

* This Japanese Industrial Standard specifies the dimensions for photographic
film in sheets and rolls for medical, industrial and dental radiography used
for direct photographing.

2. Measuring Conditions of Size

For the measurement of sizes, the sample just after cutting shall be mea-
sured with balancing it on an atmosphere of 23 £ 2°C in temperature and
50 +5 % in humidity. '

. 3. Photographic Film in Sheets and Rolls for Medical Radiography

3.1 Size The nominal sizes, cutting sizes and tolerances of photographic
film in sheets and rolls for medical radiography shall generaly be as given
in Table 1.

Further, the nominal sizes, cutting sizes and tolerances of photographic
film in sheets and rolls for medical radiography given in Table 2 shall be per-
‘missible for a while.

Corresponding International Standards:

ISO 4090-Photography-Film for medical radiography-Sizes, quantity
packaging and labelling

ISO 5655-Photography-Film for industrial radiography-Sizes, quantity
‘ Packaging and labelling

ISO 3665-Photography-Intra-oral dental radiographic film-Specification
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K 7521-1984

Table 1

JIS Kx?521 84 EM 4933608 00bLYL56 1L WM

Nominal size

Cutting size and tolerance mm

em Short side Long side
13 x 18 128.0 +1.0 178.0 1.0
15 x 30 148.0 + 1.0 298.0 £1.0
18 x 24 178.0 +1.0 238.0 £ 1.0
24 x 24 238.0 £1.0 238.0 £1,0
24 x 30 238.0 +1,0 298.0 £1.0
30 x 40 298.0 £1.0 398.0 +1.0
35 x 35 354.0 +1.0 354.0 £1.0
35 x 43 354.0 £ 1.0 430.0 £1.0

Table 2 -

Unit: mm
Cutting size and tolerance
Designation

' Short side . Long side
JX (43/4x61/2) 119.0 £ 1.0 164.0 £ 1.0
JX (61/2x81/2) 164.0 £ 1.0 214.0 £ 1.0
JX (8 x 10) 201.0 £1.0 252,0 £1.0
JX (10 x 12) 252.0 £1.0 303.0 +1.0
JX (11 x 14) 279.0 +1.0 354.0 £ 1.0

3.3 Corner Rounding

given in Fig. 1.
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Further, the rounded part shall be a smoothly curved line.

3.2 Shape The shape of photographic film in sheets and rolls for medical
radiography shall be within the rectangle having the maximum value of cutting
sizes specified in Table 1 and Table 2.

. Further, respective side of photographic film in sheets and rolls for medical
radiography shall be straight and smooth.

The photographic film in sheets and rolls for medical
radiography of sizes specified in Table 1 and Table 2 shall be rounded at four
corners thereof. In that case, the rounded film part shall be within the area
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