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JAPANESE INDUSTRIAL STANDARD JISs
Dimensions for Film in Sheets and K 7541-1984
Rolls for Micrographics Uses
1. Scope
This Japanese Industrial Standard specifies the dimensions for sheet films
for micrographics uses, hereinafter referred to as the "sheet films" and the

dimensions for roll films (!) for micrographics uses, hereinafter referred to
as the "roll films".

Note (}) The roll films for micrographics uses herein contain computor
output microfilms (films for COM).

Remark: The microfilms herein contain all the films used for micrographics

such as silver halide and otherwise diazo type, vesicular type,
thermally processed silver type or the like.

2. Measuring conditions of Dimensions

The dimensions shall be measured with balancing the sample just after
cutting on an atmosphere of 23 £ 2°C in temperature and 50 *5 % in humidity.

3. Thickness of Films

The thickness of sheet films and roll films shall be the sum of support,
photosensitive layer, protective layer and back layer and be as given in
Table 1.

Applicable Standards:
JIS K 7519-135-Size Films and Magazines
JIS Z 6001-Microfiche of Source Documents

JIS Z 6007-Computer Output Microfiche
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Table 1
Unit: mm
Nominal thickness Thickness of film Reference
0.06 0.058 to 0.074 excl. 2.5 mil
0.08 0.074 to 0.097 excl. 3 mil
0.10 0.097 to 0.122 excl. 4 mil
0.13 0.122 to 0.152 excl. 5 mil
0.16 0.152 to 0.170 excl. 6 mil
0.18 0.170 to 0.198 excl. 7 mil
0.20 0.198 to 0.224 excl. 8 mil

4. Sheet Film

be as given in Table 2.

4.3 Noteh and Corner Cut

Copyright by the Japanese Industrial Standards
Thu Sepl0dokdh0:36t 2thils: JIS K 75410

the maximum value of cutting sizes specified in Table 2.
‘Further, each side of sheets film shall be straight and smooth.

4.1 Size The nominal size, cutting size and tolerance of sheet films shall

Table 2
Unit: mm
Cutting size and tolerances
Nominal size
Short side Long side
105 x 148 105.00 Y 148.00 9
UU-0.75 *7-0.75
4.2 Shape The shape of sheet films shall be within the rectangle having ‘

When a notch or corner cut is provided on
sheet films to indicate the surface with emulsion layer, hereinafter referred
to as the "emulsion surface", it shall be provided as given in Fig. 1 or Fig. 2.

Documents


http://avadocuments2026.com/doc/jis-k-7541-0
http://avadocuments2026.com/doc/jis-k-7541-0

