JIS K%75559 77 WM 4933608 0O0L4LAS & EE ' -y

UDC 771.531.3:541.15
:621.386.8:628.518: 539.166

JAPANESE INDUSTRIAL STANDARD

Badge Films for ¥ and
Hard X-rays

JIS K 7559-u

Translated and Published
by

Japanese Standards Association

Documents

Printed in Japan 5.8

K 75391 document details: JIS K 7559 0



http://www.avadocuments.com/doc/jis-k-7559-0
http://www.avadocuments.com/doc/jis-k-7559-0

JIS Kx7559 77 BN 4933608 004186 T W

Translation without guarantee
In the event of any doubt arising, the original
standard in Japanese is to be evidence

‘ Documents

Document Sharing Hub

Copyright by the Japanese Industrial Standards
Thu Sep!0dold:H0:6t 2Mtkils: JIS K 7559 0


http://www.avadocuments.com/doc/jis-k-7559-0
http://www.avadocuments.com/doc/jis-k-7559-0

JIS Kx7559 77 BN 4933608 00bYLE7 1 HH

UDC 771.531,3:541.,15
:621.386.8:628.518:539.166

JAPANESE INDUSTRIAL STANDARD JI8S

Badge Films for y and Hard X-rays K 7559-1977
(Reaffirmed: 1985)

1, Scope

This Japanese Industrial Standard specifies a badge film for y-rays for
measuring the quantity of radiation exposure, hereinafter referred to as the
"film", to humanbody by y-rays in the range of photon energy 0.12 to 3
MeV and by hard X-rays in the range of effective energy 0.12 to 3 MeV,
hereinafter both rays are called as the "gamma-ray".

2. Dimensions and Packing

2.1 The film shall be packed to avoid the effect of humidity as far as
possible, and shall be treated in bright place.

2.2 Dimensions of film shall be (28.5 to 31.0) mm x (38.5 to 41.0) mm
and the corners of film shall be rounded in the radius of 4.5 * 0.3 mm,

2.3 Dimensions of each film packaging shall be less than 33.0 mm
x 44,0 mm, and the thickness shall be less than 1.8 mm,

2.4 The materials of film packaging shall not cause the unevenness of
photographic density.

2.5 A film packaging shall consist of three films of high, middle and low
sensitivity which are arranged in the order of high, middle and low sensi-
tivity films from the radiation incident plane.

3. Performance

The film shall be tested by the test method specified in 4, and meet
the specifications described in 3.1 to 3.6.

3.1 Photographic density vs. characteristic value of radiation exposure,
hereinafter called as the "radiation exposure value": 1.5 £ 0.5

3.2 Maximum deviation of photographic density of batch films with the
same emulsion number: * 0.06 max.

3.3 Deviation of radiation exposure-photographic density characteristic
curve, hereinafter called as the "radiation exposure curve", from the
straight line: 10 % max.

3.4 Energy characteristics Relative sensitivity (!) to “Cor radiation
shall be less than the value specified in Table 1.

Note (!) Relative sensitivity is defined as the ratio of apparent
radiation exposure in arbitrary energy to that in datum
energy.

Applicable Standards:
JIS K 7557-Badge Films for X-rays

JIS K 7605~Method for Determining Photographic Density

-Documents

Copyright by the Japanese Industrial Standards
Thu Sep!0dold:H0:6t 2Mtkils: JIS K 7559 0



http://www.avadocuments.com/doc/jis-k-7559-0
http://www.avadocuments.com/doc/jis-k-7559-0

