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1. Scope

This Japanese Industrial Standard specifies acetone to be used as reagent
(hereinafter referred to as “this product®).
Remarks 1. The applicable standards to this standard are as follows.
JIS K 0061 - Testing Methods for Specific Gravity of Chemical Products
JIS K 0062 - Testing Method for Refractive Index of Chemical Products

JIS K 0067 - Testing Methods for Loss and Residue of Chemical
Products

JIS K 0068 - Testing Methods for Water Content of Chemical Products
JIS K 0117 - General Rules for Infrared Spectrophotometic Analysis
JIS K 8001 - General Rules of Testing Methods for Reagents

2. The international standard cnrrespnndiné to this standard is as follows.

ISO 6353-2  Reagents for chemical analysis-Part 2: Specifications-First
series. R2 Acetone

2. Properties

This product shall show the following properties.

(1) Characteristics This product which is a colorless, transparent and velatile liquid,
has a special odor and is very easily soluble in water, ethanol and diethyl ether.
And its boiling point is abhout 56 °C,

(2) Qualification When the infrared absorption spectrum of this product is measured
in accordance with JIS K 0117, main absorptions shall be chserved in the vicinity
of the wave numbers such as 3000 cm "1 1720 em 7L 1420 cm -1 13860 cm -1
1220 cm ~L, 1090 em !, and 900 cm ~'. In this case, sample shall be prepared
according to 6.3(2) of JIS K 0117
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