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1. Scope

This Japanese Industrial Standard specifies the potassium chloride to be used as
reagent hereinafter referred to as “this product”.
Remarks 1. Applicable standards to this Standard are as follows.

JIS K 0067 - Testing Methods for Loss and Residue of Chemical
Products

JIS K 8001 - General Rules of Testing Methods for Reagents
2. The international standard corresponding to this Standard is as follows.

ISO 6353-3 - Reagents for chemical anlaysis — Part 3 :
Specifications — Second series. R77 Potassium chloride

2. Properties

This product shows the following properties.
(1) Characteristics This product is white crystal or crystalline powder, easily soluble in
water and extremely difficult to be dissolved in ethanol,
(2) Qualitative reaction Add water 200 ml to this product 1 g to dissolve (Solution A).
When nitric acid (1+2) 0.05 ml is added to solution A 10 ml] and silver (I)
nitrate solution (2 w/v %) 1 ml is added, white precipitate is generated. Where

according to 5.29 (1) [First method (alkali metals and alkaline earth metals)] of
JIS X 8001 by using solution A, purple appears.

3. Quality

This product shall meet the requirements given in Table 1 when being tested in
accordance with the description in 4.

Table 1 Quality

Item Grade
Water solubility | Within limit
Loss on drying % 0.1 max.
pH (5 wiv %) 5.0 to 8.0
Bromide and iodide Within lLimit
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