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1. Scope

This standard applies to calcium chloride (dihydrate) to be used as reagent

chemicals.
2. Property

The properties of the sample shall be as follows.

(1) Characteristics White crystals or granular lumps: deliquescent, Easily

soluble in water. Somewhat easily soluble in ethyl alcohol.

(2) Qualitalive Reaction Add ammonium oxalate solution to the aqueous solution

of the sample, a white precipitate is formed. This precipitate is not dis-
solved by the addition of acetic acid. Add silver nitrate sulutiﬁn to the
aqueous solution of the sample, a _white curdy precipitate is formed. This
precipitate is dissolved by the addition of ammonia wa,ter;

3. Quality

The sample should be tested by the testing methods described under 4 and the

results of the tests should conform to the following specifications.

Quoted Standards:

JIS K 8001-General Considerations for Testing Reagent Chemicals
JIS K 8004-General Testing Methods for Reagent Chemicals
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Guarant_éed reagent

Miscibility with water
Acidity

Alkalinity (as Ca(OH)o) %
Nitrate

Sulfate (804) %
Phosphate (POy) %
Ammonium (NHy) %
I-Ieairy metals (as Pb) %
Iron (Fe) %

Aluminum (A1) %
Barium (Ba) % |

Substances not precipitated |
by oxalic acid (sulfate) % |

Arsenic (As) %
Assay (as anhydride) %

To pasgs test
To pass test

Not more than about 0.01

To pas'sﬂteat

(NO3: not more than about 0.003 %)

Not more than 0.005
Not more than 0.001
Not more than 0,001
Nof more than 0,0005
Not more than 0.0002

Not more than 0.001

Not more than 0.006
Not more than 0,2

_Nnt more than ¢.0001

75.0 ~ 78.0

4. Testing Method

The testing methods of the sample shall be in accordance with the following

specifications.

Guaranteed Reagent
(a) Miscibility with Water

Dissolve 1 g of the sample in 20 ml of water.

resuits.

(b) Acidity

— il

Perform the test along with that for (¢) alkalinity.

Almost clear solution
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