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JAPANESE INDUSTRIAL STANDARD JIS
Strontium Chloride | K 8132-1975

51‘012' 6H20 M=266. 62

1. Scope

This standard applies to strontium chloride to be used as reagent chemicals.

2, ©Property

The prnpectiés of the sample shall be as follows,

(1) Characteristics. Colorless crystals or mas:-s. Very easily soluble
in water. Somewhat easily soluble in ethyl alcohol.:

(2) (ualitative Reaction  On the addition of silver nitrate solution to

the aqueous solution of the sample, a white curdy precipitate is formed.
When the sample is heated in a colorless flame, it imports a dark red

color to the flame.

3.  Quality

The sample should be tested by the testing methods described under 4 and

the results should conform to the following specifications,

Reference Standard:

JIS K 8001 - General Rules for Testing Reagent Chemicals
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Guaranteed reage'nt
Miscibility with ﬁater To pass test
pH(5 w/v% SxrClz: 6H20,25°C)] 5.0 t0 7.0
Nitrate I _ To pass test
(N0O3:Not less than about 0. 005%)
Sulfate (Sb4)‘}'n Not more than 0. 002
Heavy metals (as- Pb)% - Not more than 0. 0005
Iron (Fe)% | Not m;nre than 0. 0005
Barium | ' To pass test
| (Ba:Not less than about 0. 02%)
Calcium (Ca)% Not more than 0. 03
Patassium (K)% | Not more than 0. 01
Sodium (Na)% ' Not more than 0. 05 |
Assy % Not more than 99.0

4. Testing Method

The testing methods of the sample shall be in accordance with the foliawing
specifications.

Guaranteed Reagent

(a) Miscibility with Water Dissolve 2g of the sample in 20 m] of water.

A clear solution results,

(b) pH (5 w/v% SrCl,- 6H,0,25°C) 5.0 to 7.0 Dissolve 5g of fhe ;ample
| in iﬂU m1l of water (1) and measure the pH of the solution with the pH
meter (type II) at 25°C while passing nitrogen through the solution,
Nnte. (1) Use water free from carbonic acid of which pH is adjusted to
6.5 to 7.0 with N/S0 sodium hydruxide solution or with N/50

hydrochloric acid.
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