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1. Scope

This Japanese Industrial Standard specifies sodium chloride (hereafter referred to as "this product”) to
be used as reagent.

2. . Property
This product shall possess the following properties.

(1) Characteristic  This product is of white crystal or crystalline powder, and highly soluble in water
and hardly soluble in ethanol.

(2) Qualitative Reaction ~ One gram of this product is dissolved in water to make 200 m! solution
(solution A). After adding 0.05 ml of nitric acid (1 + 2) to 10 ml of solution A, white precipitation
shall be produced by addition of 1 ml of silver (I) nitrate solution (2 wiv %).

When solution A is treated in accordance with 5.29 (1) of JIS K 8001, yellow color shall ap-

pear.
3. Quality
When tested in accordance with clause 4., the results shall meet the requirements given in the following
Table.
Table. Quality
Item Guaranteed reagent

Solubility in water within limit
pH value (5 w/v % of this product) 5.0t080
Bromide and iodide within limit
Phosphate (PO4) % 0.0005 max.
Sulfate (SO4) % 0.002 max.
Heavy metals (as Pb) % 0.0005 max.
Potassium (K) % 0.005 max,
Magnesium (Mg) % 0.002 max.
Calcium (Ca) % 0.002 max.
Barium (Ba) % 0.001 max.
Iron (Fe) % 0.0002 max.
Nitrogen compounds (as N) % 0.001 max,
Content % 99.5 min.

4. Test Method

r The test methods of this product shall be as follows.

(1) Solubilityin water  Dissolve 2 g of this product in water to make 20 ml, and test in accordance
with 5.2 of JIS K 8001. The result shall be transparent.

Applicable Standard:
JIS K 8001-General Rules of Testing Methods for Reagents

_ Corresponding International Standard:

ISO 6353-2 Reagents for chemical analysis — Part 2

Documents

Copyright b?the Japanese Industrial Standards
Thu Sep!0diol6:08:38t 2%thils: JIS K 8150 0


http://www.avadocuments.com/doc/jis-k-8150-0
http://www.avadocuments.com/doc/jis-k-8150-0

