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JAPANESE INDUSTRIAL STANDARD JIS
’ K 8222-1961
Sea Sand (Sand, washed) (Reaffirmed:1991)

1. Scope This Japanese Industrial Standard specifies sea sand to

be used as regent.

2. Property The property of sea sand shall be as follows.

’
] Characteristic Natural sea sand is washed with water, boiled
with hydrochloric acid, again washed with
water and ignited. It is a mixture of white,
whitish, brown and black granules.
3. Quality Sea and shall be tested by the methods described in 4,
and the results shall conform to the following specifications.
Guaranteed | Extra pure | For cleaning of
reagent platinum tool
Size of grain mm No.1 0.85 | No.1 0.85 | That passes test
to 0.54 to 0.54 sieve (JIS Z 8801)
No.2 0.54 | No.2 0.54 | of 250 p, and non-
to 0.25 to 0.25 angular ones.
No.3 0.25 | No.3 0.25
to 0.13 to 0.13
, Hydrochloric acid 0.16 max. 0.3 max. -
soluble (sulfate) %
Ignition loss (after| 0.1 max. 0.4 max. -
drying at 110 T) %
Chloride (Cl) % 0.005 max. | 0.01 max. -

4. Test methods The test methods are as follows.

(1) Guaranteed reagent
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