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JAPANESE INDUSTRIAL STANDARD JIS
Hydrogen Peroxide ’ K 8230-1987
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1. Scoge

This Japanese Industrial Standard specifies the hydrogen peroxide to
be used as reagent, hereinafter referred to as the "this product”,

2. Properties

This product indicates the following properties:

(1) Characteristic  This product is a colorless transparent liquid.
The specific gravity of this product is about 1.1.

Remark: This product decomposes gradually usually it is added
with stabilizer.

(2) Qualitative Reaction Add water 10 ml and sulfuric acid (1 + 5)
1 ml to this product, add potassium dichromate solution
(0.5 w/v %) 0.1 ml and mix by shaking. Thus, bluish purple
appears. Add diethyl ether 2 ml to solution and mix by shaking
then the color transfers to diethyl ether layer.

3. Grade

This product shall be tested according to 4. and, comply with the
specification of following Table.

Table
Item Guaranteed grade
Evaporation residue Z 0.005 max.
Acid (as H,S80,) % 0.003 max.
Chloride (Cl) g 0.0003 max.
Sulphate (S0,) % 0.0005 max.
Phosphate (PO,) % 0.0003 max,
Heavy metal (as Pb) % 0.00005 max.
Iron (Fe) % 0.00005 max.
Nitrogen compound (as N) % 0.0002 max.
Content % 30.0 to 35.5.

Applicable Standards:
JIS K 0067-Testing Methods for Loss and Residue of Chemical Products
JIS K 8001-General Rules of Testing Methods for Reagents

Reference Standard:

IS0 6353/2 R 14 Hydrogen Peroxide
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