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JAPANESE INDUSTRIAL STANDARD JIS
K 8251-1961
Glass Wool (Reaffirmed:1991)

Scope This Japanese Industrial Standard specifies glass wool

be used as reagent.

2. Pqpperpz The property of glass wool shall be as follows.
Characterggtic Fine glass filament
3. Quality Glass wool shall be tested by the methods described in
4, and the results shall conform to the following specifications.
o Guaranteed reagent Extra pure
Acid soluble substances % 0.5 max. 0.8 max.

Heavy metals (Pb) %

0.001 max. 0.003 max.

4.

ol .

Test_methﬂdg The test methods are as follows.

(1) Guaranteed_;eagent

(a) Acid soluble substances 0.5 % or less

Boil 1 g sample with 50 ml hydrochloric acid (143) for 30 min
and filter. Evaporate the filtrate to dryness on a water

bath and dry at 105 {. The residue shall be 5 mg or less.

(b) Heavy metals(Pk) 0.001 % or less

Boil 2 g sample with a mixture of 25 ml each of water and
nitric acid (1+6) for 5 min and filter. Evaporate the filtrate
to dryness on a water bath. Take up the residue with a mixture
of 0.5 ml hydrochloric acid {(2+1), 15 ml water and 2 ml sodium
acetate solution (20 %), and dilute with water to 20 ml. To
the solution add 0.3 ml acetic acid (1+2) and 10 ml hydrogen
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