STD.JIS K 8330-ENGL 1996 BN 4933.0A 05443L4 774 mm

UDC 553.625:543.4

\ This version is for information only
4 since the oficir ! Japanese text .

of this Standard was revised in HJI, 15%

- WJAPANESE INDUSTRIAL STANDARD

Diatomaceous Earth

JIS « 8330-1961

This copy is an English version of Japanese
Industrial Standard prepared by Japanese
Standards Association, the copyright holder.
Any further reproduction without permission
is prohibited.

K 8330! document details: JIS K 8330 0

! Transhition without guarantee
1 In the cvent of any doubt arising, the original o
' standard in Japanese is to be evidence

Translated
by

Japanese Standards Association

TENTATIVE TRANSLATION

1-24, Akasaka 4, Minato-ku
Tokyo 107 Japan : :
© JsA, 1977 .. Documents


http://www.avadocuments.com/doc/jis-k-8330-0
http://www.avadocuments.com/doc/jis-k-8330-0

' STrl)-JIS K ﬁEEIEI-ENCL 199 M ll‘iEIHI:[lB 05443L5 L34 HN

JAPAVISE TwoUSLRIAL S notsy

Sv—re- o s e —————n s an e b

Cancellation of designated item for JIS marking " UDT 553.625:543 4
J1IS X 83%30-1961
Diatomaceous martn \Reariraea 1970)
1, Scove

This standard is applicable to diatomaceous eartn to be used as reagent

chmicals.

2. Pro perty

The propertv ot the sample should be as follows.

\1) Gharacterisvic A waite or paie gray to grayish yellow power, aliost
composed of siliciec annydride. Lt is made Zrom crude diatomacesous ezrtn by

tratirg it witn dilute nydrochloric acid, then washing with water and drying.

\2} Gualitatife Test It disselves in aydroriuoric acid and on heating the

solution, it volatilizes.

3. Quality
Lhe sazple snould be tested by cthe methods described uncer 4 and tne results

should conform to the tollowing specificatioms.

Extra pure
feutrality cr tne aqueous solution of extraction to pass test
lgnition loss % less than 10.0
Substances soluble in hydrochloric acid % less than 0.2
Substances soluble in sodium hydroxide solution % more than 75.0
Sulphate (804) % : less than 0.5
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