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STD.JIS K &459-ENGL 1995 EE 4933L08 0545384 4A3 MM

UDC 547.412.133: 54-41
@ JAPANESE INDUSTRIAL STANDARDS JIS

K 8459-1991
Carbon Tetrachloride
CCl, FW: 153.82

1. Scope

‘This Japanese Industrial Standard specifies carbon tetrachloride (hereinafter referred
to as this product) to be used as reagent.
Remarks 1. The standards applicable to this standard are as follows.
JIS K 0061 - Testing Methods for Specific Gravity of Chemical Products
JIS K 0062 - Testing Method for Refractive Index of Chemical Products

JIS K 0067 - Testing Methods for Loss and Residue of Chemical
Products

JIS K 0068 - Testing Methods for Water Content of Chemical Products
JIS K 0117 - General Rules for Infrared Spectrophotometic Analysis
JIS K 8001 - General Rules of Testing Methods for Reagents

2. The International Standard corresponding to this standard is as follows.

ISO 6353-3  Reagents for chemical analysis-Part 3:
Specifications-Second series. R54 Carbon tetrachloride

2, Property

Properties of this product shall be as follows, . _

(1) Characteristics This product is a colorless, transparent and volatile liquid having a
special odor, and very soluble in ethanol and diethyl ether, but hardly soluble in
water. This product has a boiling point of about 77 °C.

(2) Quantitative test When the infrared absorption spectrum of this product is
measured according to JIS K 0117, main absorptions are recognized in the vicinity
of the wave number of 790 ¢cm ™! and 760 cm ~L. In this case, sample shall be

- prepared according to 6.3(1) of JIS K 0117.
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