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@ JAPANESE INDUSTRIAL STANDARD JIS

1. Scope This Japanese Industrial Standard specifies lead (II) nitrate to be
used as reagent (hereafter referred to as "this product”).

Remarks 1. The standard cited in this Standard is as follows:
JIS K 8001 General rules of testing methods for reagents

2. Properties  The properties of this product shall be as follows:

(1)  Characteristics  This product, white crystal or crystalline powder, is
easily soluble in water and almost insoluble in ethanol.

(2)  Qualitative reaction  Dissolve 1 g of this product in 20 ml of water
(A solution).

Adding 5 ml of hydrogen sulfide solution into 5 ml of A solution gives
black precipitation.

After adding 5 ml of sulfuric acid into 5 ml of A solution, place 2 ml of
iron (II) sulfate solution (10 */v%) so as to make two layers, and brown ring
shall be observed on the interface of two liquids.

3. Quality  This product shall meet the requirements given in the following
Table 1, when being tested in accordance with 4.

Table 1. Quality

Item Guaranteed grade
Water solubility Within limit
Chloride (Cl) % 0.001 max.
Sodium (Na) % 0.005 max.’
Potassium (K) % 0.005 max.
Copper (Cu) % 0.001 max.
Calcium (Ca) % 0.005 max.
Iron (Fe) % 0.001 max.
’ Content % ) 99.5  min.

4. Testing methods The testing methods of this product shall be as follows:

(1) Water solubility Dissolve 2 g of this product in water up to 20 ml, and
follow the description in 5.2 (solution state) of JIS K 8001. The solution
shall be clear and transparent.
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