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1. Scope
This Japanese Industrial Standard specifies the petroleum ether used for reagent.
2. Property

This product shall have the following properties.

Quality This product is colorless and transparent, specially-smelled inflamable and volatile liquid,
and gives no fluorescence. This product is insoluble in water, but miscible with such liquids as ethyl
cther, cthyl alcohol (99.5), benzene, and chloroform, and shows specific gravity of 0.62 to 0.67.

3.  Quality
This product, when being tested in accordance with 4., shall conform to the requirements given in fol-
lowing Table.
Table
Item Guaranteed rcagent
Fraction (30 to 60°C) v % \ 90 min.
Noanvolatile matter % R 0.001 max.
Acid Within limit
(Approx. 0.0005 % or less as HC)
Sulfide and reducible substance Within limit
Fats and oils Within limit
Colorable substance by sulfuric acid Within limit

4.  Testing Method
The testing methods of this product shall conform to the following specifications.
(1) Fraction (30t0 60°C) 90 v/v % min.
Follow the specifications given in 3.2 of JIS K 0066.
(2) Nonvolatile Matter  0.001 % max.

Take 100 g of the product, and evaporate to dryness on a water bath. Dry at 105°C for 30 min. The
residue shall weigh not more than 1 mg,

Applicable Standards:
JIS K 0066-Testing Methods for Distillation of Chemical Products
JIS K 8001-General Rules of Testing Methods for Reagents
JIS K 8004-General Testing Methods for Reagent Chemicals
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