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1. Scope This standard is applicable to dextrin to be used

as reagent chemicals,

2. Property The property of the sample should be as follows.

(1) Characteristic A white or yellowish white, almost

odorless powder. Easily soluble in hot water; inso-

luble in ethyl alcohol or in ethyl ether.

(2) Qualitative Test To 5 ml of cold aqueous solution of

the sample (1+1000) add 1 drop of N/L0 iodine solution.

A purplish red color appears.

3. Quality The sample should be tested by the methods de-

scribed under 4 and the results should conform to the follow-

ing specifications.

Guaranteed
Reagent

Ixtra Pure

Miscibility with water

Ethyl alcohol soluble substances %
Drying loss %

Ignition loss (as sulphate) %
Acid

Chloride (Cl) %

Sulphate (804) %

Oxalate

Heavy metals (as Pb) %

Iron (Fe) %

Calciun

Peducing rugars (as dextrose) %

to pass tesgt
less than 1.0
less than 10.0
less than 0.5
to pass test
less than 0.002
less than 0.02
to pase test
less than 0.002
less than 0,001
to pass test

less than 5.0

to pass test
less than 10.0
less than 0.5
to pass test

less than 0.01

less than 5.0
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4. Tests The test for the sample should be performed by the

methods specified as follows. -

(1) Guaranteed Reagent

(a) Miscibility with Water to pass test

Boil 1 g with 30 ml of water. Almost clear so-
Jution results.

(b) Ethyl Alcohol Soluble Substances £1.0%

Boil 1 g with 20 ml of 95 % by vol. ethyl alcohol
for 5 minutes under a reflux condenser and filter
while hot and cool. ZEvaporate 10 ml (= 0.5 g)

of the filtrate to dryness on the steam bafh

and dry at lOSOC. Not more than 5 mg of residue
remains.

(¢) Drying Loss ' £10.0 %

Dry 1 g at 10500. The loss in weight does not
exceed 0,100 g.

(d) ‘Iegnition Residue (as Sulphate) <0.5%
Cautiously carbonize 4 g. To the residue add
2 ml of sulphuric acid, then gently heat on the
sand bath and ignite. Not more than 20 mg of
residue remains (retain the residue).

(e) Acid to pass test
Dissolve 5 g in 50 nl of water and add 3 drops
of 1 % phenolphthalein and 0.1 ml of N/10 sodium
hydroxide. A pink color is produced.

(f) Chloride (C1) £ 0.002 %

Dissolve 5 g in 40 ml of hot water, cool and

dilﬁ%iz%ggzgj?l (solution 4) [(filter if neces-
W weler,
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