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JAPANESE INDUSTRIAL STANDARD JIS
@ Fuchsine Basic (Reagent) K 8804-1986

1. Scope

This Japanese Industrial Standard specifies fuchsine basic, hereinafter
referred to as the "product", to be used as reagent.

2. Property
The property of the product shall be és follows:
(1) Characteristics A mixture of the hydrochlorides of rosaniline, para-

‘rosaniline, and the like. Green crystalline powder with metallic
luster. Scarcely soluble in ethanol and practically insoluble in water.

(2) Quantitative Reaction By adding 1 ml of sulfuric acid to 0.1 g of
the product, the product will dissolve to show yellowish brown or
liver brown color, and by dilution with water it will turn reddish
brown or red.

After adding water to 0.1 g of the product up to 50 ml, the product is
dissolved by heating. Adding 0.1 m! of sodium hydroxide solution i

(10 w/v %) to 10 ml aliguot of the solution will result in red precipita-
tion,

3. Quality

This product, when being tested in accordance with the testing method
specified in 4., shall conform to the requirements specified in following Table.

Table
Item Guaranteed reagent
Miseibility with water Within the limit
Drying loss % Not more than 25.0
Ignition residue (as sulfate) % Not more than 0.1
Decolorization by sulfurous acid Within the limit
Sensitiveness : Within the limit

4, Testing Method

The testing method for this product shall be as follows:

(1) Water-Solubility After adding water to 0.1 g of the product up to
50 ml, heat to dissolve it. The test in accordance with 5.2 of
JIS K 8001 shall result in a clear solution.

Applicable Standards:
JIS K 0067-Testing Methods for Loss and Residue of Chemical Products

JIS K 8001-General Rules of Testing Methods for Reagents
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