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Ammonium Molybdate K 8905-1976
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1. Scope

This standard specifies ammonium molybdate to be used as reagent

chemicals.
2. Prope rty

Properties of the sample shall be as follows.

(1) Characteristics White crystals or crystalline powder. Somewhat

easily soluble in ethyl alcohol.

(2) Qualitative Reaction  When sodium phosphate, dibasic solution is

added to the sample solution acidified with nitric acid, a yellow
precipitate is formed and on the addition of ammonia water this
precipitate is dissolved. Also, when the sample is heated with sodium

hydroxide solution, odor of ammonia is evolved.

Quoted Standards:

JIS K 8001-General Rules for Testing Reagent Chemicals

JIS K 8004 -General Testing Methods for Reagent Chemicals
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3. Quality

The sample should be tested by the testing methods described under 4

and the results should conform to the following specifications.

Guaranteed reagent

Appearance Almost white is permissible
Miscibility with water to pass test
Miscibility with nitric acid- to pass test

ammonium nitrate solution

Chloride (Cl) % Not more than 0. 001

Nitrate to pass test (NO3: Not moxre
than about 0. 003%)

Sulfate (SO4)% Not more than 0.01

Phosphate (POy) % Not more than 0. 0005

Silicate (SiO,) % Not more than 0, 005

Heavy metals (as Pb)% Not more than 0, 001

Iron (Fe) % : | Not more than 0. 002

Assay (as MoO,) % Not less than 81.0

4, Testing Method

Testing methods of the sample shall be as follows.
Guaranteed reagent
(a) Appearance Almost white is permissible. Testing method shall

be in accordance with that described under 2 in JIS K 8004,
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