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@ JAPANESE INDUSTRIAL STANDARD J1s

Mercury (II) sulfate K 8980-1991

HgSO, FW:296.65

1. Scope This Japanese Industrial Standard specifies mercury (II) sulfate to be
used as reagent (hereafter referred to as "this product”).

' Remarks: The standards cited in this Standard are shown in the following:

JIS K 0067 Testing methods for loss and residue of chemical
products

JIS K 8001 General rules of testing methods for reagents
2. Properties This product shall show the following properties:

(1) Characteristics This product is white to yellowish white grain or crystalline
powders, is easily soluble in sulfuric acid (1 + 15), and is decomposed by water.

(2) Qualitative reaction Dissolve this product of 1 g with sulfuric acid (1 + 15)
of 30 ml and add potassium iodide solution (10 W/v%) of 2 ml, then red

precipitate is generated.

Dissolve this product of 0.5 g adding water of 20 ml and hydrochloric
acid (1 + 1) of 2 ml, and add barium chloride solution of 1 ml, then white
precipitate is generated. .

3. Quality This product shall be tested according to 4. and, comply with the
specification of Table 1.

Table 1. Quality

4.

(1)

Testing methods

Item Guaranteed grade
Dilute sulfuric acid solubility Within the limit
Ignitio‘n residue (after reduction) % 0.03 max.
Chloride (C]) % .0.003 max.
Mercury (I) (Hg*) % 0.1 max.
Lead (Pb) % 0.001 max.
Iron (Fe) % 0.001 max.
Nitrogen compound (as N) % 0.001 max.
Content % 99.0 min.

Testing methods of this product shall be as follows:

Dilute sulfuric acid solubility Dissolve this product of 1 g with sulfuric acid

(1 + 15) up to 20 ml then conform to 5.2 (Dissolved state) of JIS K 8001. The
solution shall be transparent.
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