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JAPANESE INDUSTRIAL STANDARD JIS
(&D Phosphoric acid K 9005-1972
Hs PO, M= 98.00 (Reaffirmed: 1989)

<

1. Scope This Japanese Industrial Standard specifies phosphoric

acid to be used as reagent.
2. Property The property of phosphoric acid shall be as follows.

(1) Characteristic Colorless transparent, viscous

and ethyl
gravity at 15/4C is about 1.69 for the content of 85% .

odorless,

liquid. Miscible with water alcohol. Specific

(2) Qualitative reaction Yellow precipitate soluble in nitrie

acid or 1in ammoriia water is formed by adding silver nitrate
solution to phosphoric acid neutralized with sodium hydroxide
gsolution.

3. Quality Phosphoric acid shall be tested by the methods
described in 4., and the results shall conform to the following

gspecifications.

Guaranteed grade

Migcibility with ethyl alcohol
Volatile acids (as CHz;COOH) %
Chloride (Cl) %

Nitrate

Sulfate (S0.) %
Alkalies and alkaline earths

Permanganate reducing substances

Heavy metals (as Pb) %
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to pass test
- 0.0010 max.
0.00025 max.
to pass test
(NOg : about 0.0005% max.)
0.002 max.
to pass test
to pass test
(H3 POg : about 0.005% max.)
0.0005 max.
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