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JAPANESE INDUSTRIAL STANDARD JIS
Resorcinol (Reagent) K 9032-1986
(Resorcin)
OH

CeHs0, FW:110.11
OH

1. ScuEe

This Japanese Industrial Standard specifies the resorcinol to be used as
reagents, hereafier referred to as the "product”.

2. Property
The properties of the product shall be as follows:

(1) Characteristics White to slightly pinkish crystal. Extremely
soluble in water and ethanol. Soluble in diethyl ether and glycerin,
and hardly soluble in chloreoform and carbon disulfide.

(2) Qualitative Test Dissolve 2 g of the product in water to make 20 ml
(solution A).

When 2 ml{?) of lead (I1) acetate hydroxide solution is added to 10 ml
of solution A, white precipitates are produced.

On the other hand, 1 m! of tartaric acid solution (50 w/v %) and 5 ml
of sulfuric acid are added to 1 ml of scluiton A, and when the solution
is heated to about 130°C, the solution indicates red color.

Note (') Preparation of Lead (II) Acetate Hydroxide Solution  Dissolve
. 1 g of lead (II) acetate hydroxide in water that is free
from carbon dioxide up to 10 ml and, if necessary, filter the
solution. Prepare this scolution at using.

Informative

Reference: When measuring an infrared absorption spectrum of the
product according i{o the specification in JIS K 0117,
main absorptions can be recognized in the neighborhood
of the wave numbers 3230 em-1, 1610 em-+, 1490 cm-?,
1300 em-1, 1150 em-1, 960 em-1, and 780 cm~!. In this
case, prepare test solution according to 4.2 (1) of
JIS K 0117. An infrared absorption spectrum is
exemplified in the following Reference Figure.
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Applicable Standards:
J1S K 0067-Testing Methods for Loss and Residue of Chemical Products
JIS K 0117-General Rules for Infrared Spectrophotometric Analysis

JIS K 8001-Genersl Rules of Testing Methods for Reagents
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