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JAPANESE INDUSTRIAL STANDARD J1S

L-Hydroxyproline K 9102-1976
HO—(|3H-CIHa

CH, CH--COOH

\./

H
CH,NO, M=131.13
(N :10.68 %)

1. Scope

This standard specifies L-hydroxyproline to be used as reagent chemicals.

2. Property

Properties of the sample shall be as follows,

(1) Characteristics White crystals or crystalline po&der. Easily

soluble in water. Almost insoluble in ethyl alcohol. It has a slight
peculiar odor and sweet taste. The agueous solution of the sample,
solution acidified with hydrochloric acid and sodium hydroxide solution

of the sample are all levo-rotatory.

(2) Qualitative reaction To 5 ml of the aqueous solution of the sample

(1+5000) add 1 ml of ninhydrin solution and heat for 5 minutes., The

solution assumes a yellow color,

Quoted Standards:

JIS K 0663-Testing Method for Specific Rotation of Chemical Products
JIS K 8001 -General Rules for Testing Reagent Chemicals

JIS K 8004 -General Testing Method for Reagent Chemical
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3. Quality

The sample should be tested by the testing methods described under 4 and

the results should conform to the following specifications.

Guaranteed reagent
Specific rotation (33 (after drying) -74.0 to -77.0°
Miscibility with water to pass test
Loss on drying % Not more than 0.3
Residue on ignition (sulfate) % Not more than 0. 05
Chloride (Cl) % Not more than 0. 02
Sulfate (804) % Not more than 0. 03
Heavy metals (as Pb) % Not more than 0. 003
Iron (Fe) % Not more than 0. 003
Ammonium (NI-I4) % Not more than 0. 02
Arsenic (As) % Not more than 0, 0001
Other amino acids to pass test
Total nitrogen (N) % 10.5 to 10. 8

4., Testing Method

Testing methods of the sample shall be as follows.
Guaranteed reagent

(a) Specific Rotation [q7) (After drying) -74.0 to -77.0°

Dissolve 2. 0g of the sample dried at 105°C for 3 hours in water to

make 50 ml. Immediately measure the specific rotation of the solution
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