STD.JIS K 9LO3-ENGL 1995 EB 4933L08 O545654 499 EE

UDC 547.689

This standard was revised in 3, 1995

- \JAPANESE INDUSTRIAL STANDARD

L-Glutamine

HzN'CO-(CBz)Z‘CH(NH2)~COOE M=146.15

(N: 19.17%)

JIS « 9103-1976

This copy is an English version of Japanese
Industrial Standard prepared by Japanese
Standards Association, the copyright holder.
Any further reproduction without permission
is prohibited.

Translztion without guarantee 1
In the event of any doubt arising, the original ! -
stundard in Japanese Is to de evidence

Translated

by

Japanese Standards Assaciation

TENTATIVE TRANSLATION

r 1-24, Akasaka 4, Minato-ku
Tokyo 107 lJapun Documents
© JSA, 1977 _
Document Sharing Hub

Full document details: JIS K 9103-1976 (1995)


http://www.avadocuments.com/doc/jis-k-9103-1976-1995
http://www.avadocuments.com/doc/jis-k-9103-1976-1995
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UDC 547. 689
JAPANESE INDUSTRIAL STANDARD J18
L-Glutamine K 910[-,1976
HN.CO-(CHy), CH(NH,)-COOH  M=146.15
(N:19.17%)

l. Scope
This Jaranese Industrial Standard specifies L-glutamine to be used as

reagent chemicals.

2. Propert
Properties of the sample shall be as follows,

(1) Characteristics  White crystals or crystalline powder. Somewhat

easily soluble in water. Almost insoluble in ethyl aleohol. When the
aqueous solution of the sample is boiled, the sample is traﬂsfomed

to pyrrolidonecarboxylic acid ammonium salt. The aqueous solution
of sample and the sample sclution acidfied with hydrochloric acid are

dextro-rotatory.

(2) Qualitative Reaction  To 5 ml of the aqueous solution of the sample
(1+50) add 5 ml of 30 w/v % sodium hydroxide solution and boil. An
. o;ior of ammonia evolves., To 5 ml of the aqueous solution of the sample
(145000) add 1 ml of ninhydrin solution and heat for 5 minutes. The

gsolution assumes a bluish purpole color.

Quoted Standards:

JIS K 0063-Testing Method for Specific Rotation of Chemical Products
JIS K B00l-General Rules for Testing Reagent Chemicals

JIS K 8004 -General Testing Methods for Reagent Chemicals -
Documents
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3. Quality

The sample should be tested by the testing methods described under 4 and

the results should conform to the following specifications

-Guaranteed reagent
Specific rotation ()3 (after drying) +6.3 to +7.3°
Miscibility with hydrochloric acid to pass test
Loss on:drying % Not more than 0, 3
Residue on ignition (sulfate) % Not more than 0. 05
Chloride {(Cl) % Not more than 0. 02
Sulfate (SO4) % Not more than 0. 03
Heavy metals (as Pb) % Not more than 0. 003
Iron (Fe) % Not more than 0. 003
Arsenic (As) % Not more than 0. 0001
Other amino acids to pass test
Total nitrogen (N) %- i 18. 8t0 19.3

4. Testing Method

Testing methods of the sample shall be as follows.
Guara'ta"{%ed reagent

(a) Specific Rotation (After drying) +6.3 to +7.3°

Dissolve 2, 0g of the sample dried at 80°C for 3 hours in water to make
50 ml. Immediately perform the test with the solution according to that
described under 3 in JIS K 0063, provided that the measurement shall

be performed at a temperature of the solution of 15 to 35°C. Documents
Document Sharing Hub

Full document details: JIS K 9103-1976 (1995)


http://www.avadocuments.com/doc/jis-k-9103-1976-1995
http://www.avadocuments.com/doc/jis-k-9103-1976-1995

