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1. Scope

This Japanese Industrial Standard specifies sodium azide to be used as
reagents (hereafter referred to as the "product").

2. Properties
Properties of the product shall be as follows:

(1)  Characteristics White or almost white crystals. Easily soluble
in water. Practically insoluble in diethyl ether.

Remarks: The product is fatally poisonous. The product is not
explosive in itself, but it can generate, by acids,
hydrogen azide (HNj3) which is poisonous and explosive,
In the presence of water, it can produce azide, which
is a very explosive compound, by reacting with heavy
metals (specially with copper, silver, lead, mercury or
their compounds), and therefore extreme care shall be
exercised in handling it.

(2) Qualitative Reaction  Dissolve 1 g of the product with water to
make 20 ml (solution A). When 1 ml of iron (lll) nitrate is
added to 10 ml of solution A, the colour of the solution turns
reddish brown. When 10 ml of solution A is treated as given
in 5.29 (1) of JIS K 8001, the colour of yellow appears.

3. Quality

The product shall be tested by the testing methods described in 4.
and the results shall conform to the specifications of following Table.

Table

Items Guaranteed grade

Miscibility with water | Within the limits

Within the limits

Chromium (Cr: about 0.0002 % or less)

Contents % 97.0 or more

Applicable Standard:

JIS K 8001-General Rules of Testing Methods for Reagents
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