STD-JIS K 9563-ENGL 1992 EM 4933bL08 0545758 T15 M

UDC 547.633.6-4

This standard was revised in 8, 1992

- "JAPANESE INDUSTRIAL STANDARD

Xylenol Orange (XO)

C31H30N2Na2013s M=716.63

JIS K 9563-1975

This copy is an English version of Japanese
Industrial Standard prepared by Japanese
Standards Association, the copyright holder.
Any further reproduction without permission
is prohibited.

; Translation without guarantee i
In the event of any doubt arising, the original
standard in Japaness is to be evidence

Translated
by

Japanese Standards Association

TENTATIVE TRANSLATION

1-24, Akasaka 4, Minato-ku
Tokyo 107 Japan

© JSA, 1977 Documents

K 9563' document details: JIS K 9563 0 7 7 - ) - -


http://www.avadocuments.com/doc/jis-k-9563-0
http://www.avadocuments.com/doc/jis-k-9563-0

STD-JIS K 9553-ENGL 1992 M@ y4933Lp0a 0545759 951 mm

UDC 547.633, 6-4
JAPANESE INDUSTRIAL STANDARD JI8

Xylenol Orange (X0) K 9563-1975

CuHaN. 3Na0u:S M=716.63

CH, CH,
0
HO
Q\ ﬁ cHcon
OCCH N }
HO '>N-H,c I CH,~ <ca,coo.\a

0O0CCH
B ) SO,Na

1. Scope

This Japanese Industrial Standard specifies xylenol orange to be used

as reagent chemicals.

2. ProBe rty

Properties of the sample shall be as follows,

Characteristics. Reddish orange or reddish purple powder. Easily
soluble in water. Sparingly soluble in ethyl alcohol. The aqueous solution
of the sample assumes a yellow color at the acidity of below pH6. When

the solution is neutral or alkaline, it assumes a purple to reddish purple color.

Quoted Standard:
JIS K 8001 -General Rules for Testing Reagent Chemicals
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