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Foreword 

This translation has been made based on the original Japanese Indus­
trial Standard revised by the Minister of Economy, Trade and Industry 
through deliberations at the Japanese Industrial Standards Committee 
as the result of proposal for revision of Japanese Industrial Standard 
submitted by Suga Weathering Technology Foundation (SWTF) / Japa­
nese Standards Association (JSA) with the draft being attached, based 
on the provision of Article 12 Clause 1 of the Industrial Standardization 
Law applicable to the case of revision by the provision of Article 14. 

Consequently JIS L 0803 : 2005 is replaced with this Standard. 

This JIS document is protected by the Copyright Law. 

Attention is drawn to the possibility that some parts of this Standard 
may conflict with a patent right, application for a patent after opening to 
the public or utility model right. The relevant Minister and the Japanese 
Industrial Standards Committee are not responsible for identifying the 
patent right, application for a patent after opening to the public or utility 
model right. 

(ii) 
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JAPANESE INDUSTRIAL STANDARD JIS L 0803 : 2011 

Standard adjacent fabrics for staining of colour fastness test 

Introduction 

This Japanese Industrial Standard has been prepared based on the first editions of 
ISO 105-F01 published in 2001, ISO 105-F02 published in 2009, ISO 105-F03 to ISO 
105-F05 published in 2001, ISO 105-F06 published in 2000, ISO 105-F07 published in 
2001, ISO 105-F09 published in 2009 and ISO 105-F10 published in 1989 with some 
modifications of the technical contens. The Amendment to ISO 105-FlO has been 
integrated into this Standard. 

The portions given sidelines or dotted underlines are the matters in which the con­
tents of the corresponding International Standard have been modified. A list of modi­
fications with the explanations is given in Annex JB. Annex JA contains matters not 
given in the corresponding International Standard. 

1 Scope 

This Standard specifies the standard adjacent fabrics to be used for the colour 
fastness test. 

NOTE: The International Standards corresponding to this Standard and the 
symbol of degree of correspondence are as follows. 

ISO 105-F01 : 2001 Textiles - Tests for colour fastness - Part FOl : 
Specification for wool adjacent fabric 

ISO 105-F02 : 2009 Textiles - Tests for colour fastness - Part F02 : 
Specification for cotton and viscose adjacent fabrics 

ISO 105-F03 : 2001 Textiles - Tests for colour fastness - Part F03 : 
Specification for polyamide adjacent fabric 

ISO 105-F04 : 2001 Textiles - Tests for colour fastness - Part F04 : 
Specification for polyester adjacent fabric 

ISO 105-F05 : 2001 Textiles - Tests for colour fastness - Part F05 : 
Specification for acrylic adjacent fabric 

ISO 105-F06 : 2000 Textiles - Tests for colour fastness - Part F06 : 
Specification for silk adjacent fabric 

ISO 105-F07 : 2001 Textiles - Tests for colour fastness - Part F07 : 
Specification for secondary acetate adjacent fabric 

ISO 105-F09 : 2009 Textiles - Tests for colour fastness - Part F09 : 
Specification for cotton rubbing cloth 

IS0105-F10 : 1989 Textiles - Tests for colour fastness - Part FlO: 
Specification for adjacent fabric: Multifibre and Amendment 1 (2009) 
(overall evaluation: MOD) 

In addition, symbols which denote the degree of correspondence in the 
contents between the relevant International Standard and JIS are IDT 
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(identical), MOD (modified), and NEQ (not equivalent) according to 
ISO/IEC Guide 21 -1. 

2 Normative references 

The following standards contain provisions which, through reference in this text, 
constitute provisions of this Standard. The most recent editions of the standards (in­
cluding amendments) indicated below shall be applied. 

JIS L 0844 

NOTE: 

JIS L 0846 

NOTE: 

JIS L 0849 

NOTE: 

JIS L 0878 

NOTE: 

Test methods for colour fastness to washing and la undering 

Corresponding International Standard: ISO 105-ClO Textiles - Tests 
for colour fastness - Part C10: Colour fastness to washing with soap or 
soap and soda (MOD) 

Test method for colour fastness to wa ter 

Corresponding International Standard : ISO 105-EOI Textiles - Tests 
for colour fastness - Part EOl : Colour fastness to water (MOD) 

Test methods for colour fastness to rubbing 

Corresponding International Standard: ISO 105-X12 Textiles - Tests 
for colour fastness - Part X12 : Colour fastness to rubbing (MOD) 

Test methods for colour fastness to steam pleating 

Corresponding International Standard : ISO 105-P02 Textiles - Tests 
for colour fastness - Part P02 : Colour fastness to plea ting : Steam 
pleating (MOD) 

JIS_L __ tO_9_9 ____ X!£;§ti-l)g_mf3.t/Jpr/EfQK_WQY£;JJJJJlflk!Jitf£;/If:;{l)J;ic;~ 

ISO 105-J01 Textiles - Tests for colour fastness - Part JOl : General principles for 
measurement of surface colour 

ISO 105-J02 Textiles - Tests for colour fastness - Part J02 Instrumental 
assessment ofrelative whiteness 

ISO 105-P01 Textiles - Tests for colour fastness - Part POl: Colour fastness to 
dry heat (excluding pressing) 

a ____ c.l~~~ifi~~ tiQJ), 

Th~_~t~):}d~Id_~~h~c;_~nt_f~9X_~c;_~ __ ~x~ __ GlR-_~~ifi_~_c;l_~~c;_QXdi):}g_tQ __ th_~ __ tY-R~_gfJinx~_R-_~ __ ~hgwn.. 
i):}JR-pl~ __ L 
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Classification of Type of fibre 
standard adjacent fabric 
Single-fibre cloth Wool 

Silk 

Cotton 

Cotton (for rubbing) 
Viscose rayon 

Cupro 
Acetate 

Nylon 

Polyester 

Acrylic 

Multifibre Union 
cloth a) cloth No.1 

Union 
-

cloth No.2 
Union 

cloth No.3 

Nominal number 

l~l 
1-2 

2.~1 
2-2 

a~l 
3-2 
3-3 

:tl 
4-2 

9.. 
Q~l 
6-2 

7.~1 
7-2 

a~l 
8-2 

~:l 
9-2 

-
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Corresponding part of 
ISO 105 

-

F01 
-

F06 
-

F02 
F09 

-

F02 
-

-

F07 
-

F03 
-

F04 
-

F05 
-

FlO (DW) 

FlO (TV) 

Note a) There are multifibre cloth union cloth No.1 (hereafter referred to as "union cloth No.1), 

multifibre cloth union cloth No.2 (hereafter referred to as "union cloth No.2") and mu-

litifibre cloth union cloth No.3 (hereafter referred to as "union cloth No.3") for the clas-

sification of mulitfibre cloth. Composition of multifibre cloth is shown in Annex JA. 

4 Quality 

4.1 Staining properties 

a) Th~_~t~ininKj)x_Qpgxtjg_~ __ Q£J?ingl~JU~rg __ Q1Qth_(nQmin~l_n~)))h~x __ : __ l~JJ __ ~_~1, __ 3_-_L_:t~J-, __ Q1 

.<i~1,_1:_L __ a~1_~nQ. __ ~_~1) __ ~hR-Jl_~_Q]).JQn:)lJQ_t9-1~l~_2_wh~n_t~)?_t~ct_~~QQxctin.K_tQ_~!:L_~>---
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