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JAPANESE INDUSTRIAL STANDARD J1I8

Testing Methods for Colour Fastness L 0843-1988
to Xenon Arc Lamp Light

1. Scope

This Japanese Industrial Standard specifies the testing methods to
evaluate the colour fastness of dyed textiles to xenon arc lamp light.

2. Summary

Test specimen is exposed to the light in accordance with specified
procedure together with a blue scale, and comparing the colour change of
the test specimen with that of the blue scale, the colour fastness of the test
specimen is judged.

3. Classification of Test Methods

Test methods shall be classified into three, that is, direct method,
alternating method, and rotating alternating method in accordance with
irradiation method, and one of them is adopted so as to meet the purpose of
test.

(1) Direct Method Method to burn lamp continuously to irradiate the
specimen. :

(2) Alternating Method Method to irradiate the test specimen alternatively
with 3.8 h burning and 1 h extinction.

(3) Rotating Alternating Method Method to irradiate the test specimen
whose holder is turned by 180° on every one rotation of a rotating
base at a specified point. Furthermore, there are exposure method 1,
method 2 and method 3, in accordance with the exposing way, and
one of them is adopted so as to meet the purpose of test.

4, App'aratus and Material

The following shall be used.
(1) Blue Scale The blue scale specified in 4, (1) of JIS L 0841.

(2) Grey Scale for Colour Changing The grey scale specified in JIS L
0804.

(3) Opaque Cover This should generally be completely opaque cardboard
to light, and, when other thin opaque board, for instance, aluminium-
laminated board, is used, this shall be appended in 9.

Applicable Standards and Corresponding International Standard: See page 6.

Documents

Copyright by the Japanese Industrial Standards
Thu SEpI0dRIADDFt 2Hthils: JISL 0843 0



http://www.avadocuments.com/doc/jis-l-0843-0
http://www.avadocuments.com/doc/jis-l-0843-0

