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. JAPANESE INDUSTRIAL STANDARD
Testing Method for Colour Fastness L 0850-1975
to Hot Pressing (Reaffirmed: 1978)
1, Scope

This Japanese Industrial Standard provides the testing method for colour
fastness of dyed textiles to hot pressing.

. Remark: The numerical values and units indicated within braces { } in
this standard, are those based on the International System of Units
(SI) and are added for information.

2, Principle

. The specimen to be tested is hot-pressed by the specified way. The colour
fastness of the specimen to hot pressing is assessed by comparing the change
in colour yielded on the specimen and the staining yielded on the white cotton
cloth in contact with the specimen, with the grey scale for assessing change in
colour and that for assessing staining, respectively.

3. Classification of Test

3.1 In this test there are included two methods; A, using the dry heating
device and conditioned as given in Table 1, and B, using electric iron and
conditioned as given in Table 2. Each test includes three test conditions.
An adequate test shall be chosen so as to meet the purpose of test and the
character of fibre.

. Applicable Standards:

JIS L 0801-General Principles of Testing 'Methods for Colour Fastness
JIS L 0803-Undyed Cloth for Staining of Colour Fastness Test

JIS L 0804-Grey Scale for Assessing Change in Colour

JIS L 0805-Grey Scale for Assessing Staining

JIS L 0879-Testing Method for Colour Fastness to Dry Heating
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