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Testing Method for Colour Fastness - L 0859-1975
to Bleaching with Sodium Chlorite (Reaffirmed: 1988)

1. Scope

This Japanese Industrial Standard speclfies the testing mathﬂd.fﬁr
colour fastness to bleaching with sodium chlorite of dyed textile prndu¢ts.

2 Summary

After treating the complex test pilece with soda chlorite solution based
on the specified method, wash with water, dry, compare the change in colour .
of test plece and degree of staining of appended white cloth respectively
with grey scale for change in colour or grey scale for stainlng and assess
the colour fastness. -

3. Clagsification of tests

3.1 For testing methods for bleaching with chlorite, there are twn
classes of weak test and strong test, and according to the purpose of test
or class of fibre the class 1 or class 2 test shall be carried out.

3.2 Generally the weak test shall be applied to natural and regenerated
cellulosic fibres, as well as anylon, vinylon, and other synthetic fibres,
and the strong test mainly, to natural cellulosic fibres. '

Applicable Standards:
JIS K 8264~Formic Acid
JIS K 8355-Acetic Acid
JIS K 8785-8¢cdium Diphosphate Decahydrate
L
L

JIS L 0801-General Principles of Testing Method for Colour Fastness

JIS L 0803-Standard Adjacent Fabrics for Staining of Colour Fastness

Test

JIS L 0804—Grey Scale for Assessing Change in Colour
JIS L 0805~Grey Scale for Assessing Staining
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