JIS Lx08kL0 96 WM 4933608 0535555 S54L MW

UDC 677.016:648:535.685

JAPANESE INDUSTRIAL STANDARD

Test methods for colour
fastness to dry cleaning

JIS L 0860-+

Translated and Published
by

Japanese Standards Association

Documents
Printed in Japan &S

L, 0§60l document details: JISL 0860 O


http://www.avadocuments.com/doc/jis-l-0860-0
http://www.avadocuments.com/doc/jis-l-0860-0

JIS Lx0860 9L W 4933L0& 0535556 uHac WN

In the event of any doubt arising,
the original Standard in Japanese is to be final authority

Errata for JIS (English edition) are printed in Standardization Journal, published monthly
by the Japanese Standards Association.
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4-1-24, Akasaka, Minato-ku,
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TEL. 03-3583-8002
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JAPANESE INDUSTRIAL STANDARD JIS

Test methods for colour fastness L 0860-1996
to dry cleaning

1. Scope This Japanese Industrial Standard specifies the test methods for
colour fastness to dry cleaning of dyed textiles. The test method specified in this
Standard, however, does not apply to the determination of colour fastness to the
dry cleaning in a wide sense including stain removal, steam pressing, etc.

Remarks 1. The following standards are cited in this Standard:
JIS G 4303 Stainless steel bars
JIS K 1521 Perchloroethylene

JIS L 0801 General principles of test methods for colour
fastness

JIS L 0803 Standard adjacent fabrics for staining of colour
fastness test

JIS L. 0804 Grey scale for assessing change in colour

JIS L 0805 Grey scale for assessing staining

2. The following standard is the corresponding International
Standard to this Standard:

ISO 105-D01: 1993 Textiles — Tests for colour fastness — Part
DO01: Colour fastness to dry cleaning

2. Principle The composite specimen, or specimen together with the stainless
steel balls or the stainless steel disk, is treated in the test solution and, after dry-
ing the colour fastness is assessed by comparing the colour change of the specimen
with the grey scale for assessing change in colour and the staining of the standard
adjacent fabric or the test solution with the grey scale for assessing staining.

3. Classification of test methods The test methods shall be classified as shown
in Table 1 according to the test machines and tools, materials and methods of
assessment to be used.

Table 1. Classification of test methods

Classification | Main testing machine and tools Object to be assessed
Method A Washing tester and stainless Change in colour of specimen and
steel ball staining of standard adjacent fabric
. Method B Washing tester and stainless Change in colour of specimen and
steel disk staining of test solution

4. Apparatus and materials The following apparatus and materials shall be
used:
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