JIS Lx0878 75 W@ 4933608 00LUH573 & WN —

' I s .UDC 535.682.6.083
»

S

JAPANESE |INDUSTRIAL STANDARD

Testing Method for Cblour Fastness
to High Temperature Steaming

JIS L 0878-ws

Translated and Published

by

Japanese Standards Association

Documents
Printed in Japan 58

L, 0fagll document details: JIS L 0878 O



http://www.avadocuments.com/doc/jis-l-0878-0
http://www.avadocuments.com/doc/jis-l-0878-0

opyright by the Japanese Industrial Standards
Thu SEpI0dRIABHEt 2Lthils: JIS L 0878 0

JIS LX0DA78 75 WW 4933L08 O0LY57Y & BN

Translation without guarantee
In the event of any doubt arising, the original
- standard in Japanese is to be evidence

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/jis-l-0878-0
http://www.avadocuments.com/doc/jis-l-0878-0

JIS Lx0678 7?5 WM 4933608 0OOL4S?S T WA

UDC 535.682.6.083

JAPANESE INDUSTRIAL STANDARD JIS
Testing Method for Colour Fastness L 0878-1975
to High Temperature Steaming (Reaffirmed: 1983)

1. Scope

1.1 This Japanese Industrial Standard provides the testing method for
colour fastness of dyed textiles to the action of high temperature steaming.

1.2 This standard is not intented for assessing the colour fastness to high
temperature steaming with the presence of agencies used to finishing process.

2. Principle

A composite specimen is, in accordance with the specified way, steamed
at high temperature and dryed. The colour fastness of the specimen to hlgh
temperature steaming is assessed by ratlng the change in colour of the specimen
with the grey scale for assessing change in colour and also by ratmg the stain-
ing of the adjacent undyed cloth with the grey scale for assessing staining.

3. Classification of Test

In this test are included three methods, dlffermg in treatment temperature
and hour, one or more among which shall be chosen in obedience of the purpose
of test and kind of fibre to be tested.

Applicable Standards:

JIS L 0801-General Principles of Testing Methods for Colour
Fastness

JIS L 0803-Standard Adjacent Fabrics for Staining of Colour
Fastness Test

JIS L 0804-Grey Scale for Assessing Change in Colour
JIS L 0805-Grey Scale for Assessing Staining Documents
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