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. JAPANESE INDUSTRIAL STANDARD JIS
Testing methods for L 0886-1992

the detection and assessment
of photochromism

1. Scope

This Japanese Industrial Standard specifies testing methods for the
detection and assessment of photochromism of dyed fibre products.

Remarks: Applicable Standards to this Standard are shown in the
following:

JIS L 0801 General Principles of Testing Method for Colour
Fastness

. JIS L 0804 Grey Scale for Assessing Change in Colour

JIS L 0824 Apparatus for Testing of Colour Fastness to
Carbon Arc Lamp Light

JIS L 0841 Testing Methods for Colour Fastness to
Daylight

JIS L 0842 Testing Methods for Colour Fastness to Carbon
Arc Lamp Light

JIS L 0843 Testing Methods for Colour Fastness to Xenon
Arce Lamp Light

JIS L 0850 Testing Method for Colour Fastness to Hot
Pressing

JIS Z 8703 Standard Atmospheric Conditions for Testing

. 2. Definition of term

The definition of term used in this Standard is as follows:

photochromism: Such phenomenon that in the case where the light is
irradiated to dyed matter, the change in colour is
generated, but according to stopping of irradiation
b and allowing to stand as it is in a dark place for a
definite time, it recolours to original colour.

3. Classification of tests

This test is carried out by using a light-resistance tester, but shall
be classified according to the type of light source by the xenon arc lamp
light method (method A) and carbon arc lamp light method (method B).
These are the independent of other tests and shall be carried by selecting
one type adequate to the purpose of test.
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