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JAPANESE INDUSTRIAL STANDARD JIS

Testing Methods for Colour Fastness L 0889-1987
to Bleaching with Sodium Percarbonate

1. Scope

This Japanese Industrial Standard specifies the testing methods to
evaluate the colour fastness of textile goods, that has been dyed, to the
bleaching treatment by sodium percarbonate carried out at laundry or home
laundering.

Remark: In this standard the numerical values and units in { } are in

accordance with the conventional units and are to be regarded
as the standard.

2. Summary

After a composite test piece is treated with bleaching agent according to
the specified method, the change in colour of the test piece and staining
condition of attached white cloths are compared with grey scale for colour
change and grey scale for staining respectively, and fastness is judged.

3. Type of Tests

Tests are classified into A method and B method, and when testing
suitable one out of these two should be adopted.

(1) A Method This method is used for colour fastness test mainly when
bleaching with sodium percarbonate is carried out at laundry.

(2) B Method This method is used for colour fastness test mainly when
bleaching with sodium percarbonate is carried out at home laundering.

4, Test Methods

4.1 A Method

4.1.1 Apparatus and Material Apparatuses and material shall be as
follows:

(1) Tester for Washing The tester specified in JIS L 0821.

(2) Test Bottle The bottle specified in 2. (1) of JIS L 0821.

(3) Stainless Steel Ball The ball specified in 2. (4) of JIS L 0821.

(4) Sodium Percarbonate The sodium percarbonate containing not
less than 12 § of effective oxygen(?), and having pH(Z%) of 10
to 11 (in 3 % solution).

Applicable Standards: See page 6.
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