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Testing Methods for Light Blocking Effect of Curtain L 1055-1987
Materials

1. Scope

. This Japanese Industrial Standard specifies the testing methods for evaluating
the light blocking performance of curtains and curtain cloths made of fibers.

2. Definition

The definition of the main terms used in this standard shall be as follows
except as specified in JIS Z 8113.

light blocking performance The performance of blocking incident light, ex-
pressed by the light blocking rate (%).

3. Sampling

. The sample shall be sufficiently large in size for preparation of test pieces
' and be taken, as a rule, from those parts apart by 1/10 or more of the total
width from both edges and apart by 1 m or more from the end in the case of
curtain cloths, and be taken at random in the case of curtains.

4, Test Conditions

Tests shall be performed in a darkroom(1!).

Note (') A darkroom of a construction able to block perfectly outside
lights and having little influence 'of reflection from inner surfaces.

5. Classification of Tests

The kind of test methods shall consist of the following two, and tests shall
be performed by selecting a suitable method from these methods.

(1) Method A (Method by Use of Illuminance Meter) A method of evaluat-
‘ ing the light blocking performance of curtain by measurement of illuminance.

(2) Method B (Method by Use of Luminance Meter) A method of evaluating
the light blocking performance of curtain by measurement of luminance.

6. Testing Methods

6.1 Method A (Method by Use of Illuminance Meter)

6.1.1  Apparatus The following apparatus shall be used.
(1)  Light Source The JD 100 V, 500 W lamp specified in JIS C 7527.

(2) Illuminance Meter The AA grade illuminance meter specified in
JIS C 1609, with a measuring range of 0.01 to 199.90 Ix,

(3) Light Source Stand One capable of moving the light source up
and down. .

Applicable Standards and Reference Standards: See page 5.
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