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Foreword 

This translation has been made based on the original Japanese Indus­
trial Standard revised by the Minister of Economy, Trade and Industry 
through deliberations at the Japanese Industrial Standards Committee 
as the result of proposal for revision of Japanese Industrial Standard 
submitted by Japan Textile Evaluation Technology Council (JTETC)I 
Japanese Standards Association (JSA) with the draft being attached, 
based on the provision of Article 12 Clause 1 of the Industrial Stan­
dardization Law applicable to the case of revision by the provision of 
Article 14. 

Consequently, JIS L 1059-2: 1998 is replaced with this Standard. 

This JIS document is protected by the Copyright Law. 

Attention is drawn to the possibility that some parts of this Standard 
may conflict with a patent right, application for a patent after opening 
to the public, utility model right or application for registration of utility 
model after opening to the public which have technical properties. The 
relevant Minister and the Japanese Industrial Standards Committee 
are not responsible for identifying the patent right, application for a 
patent after opening to the public, utility model right or application for 
registration of utility model after opening to the public which have the 
said technical properties. 

JIS L 1059 series consists of the following 2 parts under the general ti­
tle "Testing methods for crease recovery of textiles": 

Part 1: Determination of the recovery from creasing of a horizontally 
folded specimen by measuring the angle of recovery 

Part 2: Evaluation of the wrinkle recovery of fabrics - Appearance 
method 
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JAPANESE INDUSTRIAL STANDARD JIS L 1059-2 : 2009 

Testing methods for crease recovery of textiles - Part 2 · 
Evaluation of the wrinkle recovery of fabrics­

Appearance method 

Introduction 

This Japanese Industrial Standard has been prepared based on the first edition of 
ISO 9867 published in 1991 with some modifications of the technical contents to corre­
spond to the usage situation and quality improvement in Japan. 

The portions given sidelines or dotted underlines are the matters in which the con­
tents of the original International Standard have been modified. A list of modifications 
with the explanations is given in Annex JB. 

1 Scope 

This Standard specifies the evaluation method of the appearance of fabrics after in­
duced wrinkling to textiles. 

NOTE: The International Standard corresponding to this Standard and the sym­
bol of degree of correspondence are as follows. 

ISO 9867 : 1991 Textiles - Evaluation of the wrinkle recovery of fab­
rics - Appearance method (MOD) 

In addition, symbols which denote the degree of correspondence in the 
contents between the relevant International Standard and JIS are IDT 
(identical), MOD (modified), and NEQ (not equivalent) according to 
ISO/lEe Guide 21. 

2 Normative references 

The following standards contain provisions which, through reference in this text, 
constitute provisions of this Standard. The most recent edition of the standard (in­
cluding amendments) indicated below shall be applied. 

JIS L 0105 

NOTE: 

General principles of physical testing methods for textiles 

Corresponding International Standard: ISO 139 : 2005 Textlles - Stan­
dard atmospheres for conditioning and testing (MOD) 
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4 Principle 

A specimen is wrinkled under the specified standard conditions in a wrinkling device 
under a specified load for a specified period. The specimen is reconditioned in the 
standard atmosphere and evaluated for appearance by comparison with three-dimen­
sional wrinkle recovery replicas. 

5 Apparatus 

5.1 Wrinkle tester An example of wrinkle tester is shown in figure 1. 

5.2 Three-dimensional wrinkle recovery replicas Three-dimensional wrinkle recov­
ery replicas are shown in figure 2. 

Unit: mm 

Top flange 

tom flange 

Weight (3.5 kg) 

~ 
Figure 1 Exam pIe of wrinkle tester 

5.3 Specimen hanger with clip 

Figure 2 Three-dimensional wrinkle 
recovery replicas 

5.4 Viewing apparatus The lighting device for viewing the specimen shall be used in 
a darkened room with the overhead lighting arranged as shown in figure 3. 
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