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Foreword

This translation has been made based on the original Japanese Industrial
Standard revised by the Minister of Economy, Trade and Industry
through deliberations at the Japanese Industrial Standards Committee
as the result of proposal for revision of Japanese Industrial Standard
submitted by Japan Textile Evaluation Technology Council (JTETC) /
Japanese Standards Association (JSA) with the draft being attached,
based on the provision of Article 12 Clause 1 of the Industrial
Standardization Law applicable to the case of revision by the provision
of Article 14.

Consequently JIS L 1084 : 1992 is replaced with this Standard.
This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard
may conflict with a patent right, application for a patent after opening
to the public, utility model right or application for registration of
utility model after opening to the public which have technical properties.
The relevant Minister and the Japanese Industrial Standards Committee
are not responsible for identifying the patent right, application for a
patent after opening to the public, utility model right or application for
registration of utility model after opening to the public which have the
said technical properties.
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JAPANESE INDUSTRIAL STANDARD JIS L 1084 : 2009

Testing methods for flocked fabrics

Introduction

This Japanese Industrial Standard was established in 1969 and has gone through
3 revisions to this day. The revision at this time is intended to update the contents,
from the last revision made in 1992, to the current actual situation of the tests by
corresponding to the revision of the cited standards, deleting the indication of the
traditional unit system, and reviewing the related terms.

Further, no International Standard corresponding to this Standard has been
established at this point.

1 Scope

This Standard specifies the testing methods for fabrics of woven or knitted substrate,
that are flocked on the whole surface (hereafter referred to as the “fabrics”).

2 Normative references

The following standards contain provisions which, through reference in this text,
constitute provisions of this Standard. The most recent editions of the standards
(including amendments) indicated below shall be applied.

JIS K 1501 Methanol

JIS K 1521 Perchloroethylene

JIS K 2201 Gasoline for industrial purpose

JIS K 3302 Laundry bar soaps

JIS K 3303 Laundry powdered soaps

JIS K 3371 Synthetic detergents for home laundering

JIS L 0105 General principles of physical testing methods for textiles

JIS L 0207 Glossary of terms used in textile industry (Dyeing and finishing)
JIS L 0208 Glossary of terms used in textile industry — Testing

JIS L 0803 Standard adjacent fabrics for staining of colour fastness test
JIS L 0841 Test methods for colour fastness to daylight

JIS L 0842 Test methods for colour fastness to enclosed carbon arc lamp light
JIS L 0843 Test methods for colour fastness to xenon arc lamp light

JIS L. 0844 Test methods for colour fastness to washing and laundering

JIS L 0848 Test method for colour fastness to perspiration

JIS L 0849 Test methods for colour fastness to rubbing

JIS L 0860 Test methods for colour fastness to dry cleaning

JIS L 1096 Testing methods for woven fabrics
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JIS R 6253 Waterproof abrasive papers
JIS Z 8401 Guide to the rounding of numbers

3 Terms and definitions

For the purposes of this Standard, the terms and definitions given in JIS L 0105,

JIS L 0207 and JIS L 0208 apply.

4 Place of test

The place of test shall be in accordance with 5.1 of JIS L 0105.

5 Sampling and sample preparation

Sampling and preparation of sample shall be in accordance with 6.3 or 6.4 of JIS

L 0105.

6 Types of tests
The types of tests shall be as follows:
a) Width
b) Length
¢) Mass
d) Thickness
e) Flocking strength
1) Method A (Rubbing tester method)
2) Method B (KI type rubbing tester method)
f) Tearing strength
1) Method A (Pendulum method)
2) Method B (Single tongue method)
g) Bending resistance
1) Method A (45° Cantilever method)
2) Method B (Heart loop method)
3) Method C (Drape method)
h) Washing resistance
1) Home washing method
2) Dry washing method
i) Cold resistance
j)  Colour fastness

k) Rate of dimension change
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