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1. Scope

UDC 645.482.2:677.01

JAPANESE INDUSTRIAL STANDARD

Testing methods for blankets

JIS

L 1098-1992

This Japanese Industrial Standard specifies testing methods for blankets.
The testing methods for sub-material such as edging cloth and its sewing are
included in the particular standards concerned.

Remarks 1.

2. Definition

The applicable standards to this Standard are as follows:
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K 1521-Perchloroethylene

K

K

Z

Z

2201-Gasoline for industrial purpose

3302-Laundry bar soaps

0803-Standard adjacent fabrics for staining

fastness test

0842-Testing methods
arc lamp light

0844-Testing methods
and Laundering

0846-Testing methods
0849-Testing methods

0860-Testing methods
cleaning.

1030-Testing methods
fiber mixtures

1096-Testing methods

for colour fastness

for colour fastness

for colour fastness
for colour fastness

for colour fastness

to

to

to

to

to

of colour

carbon

washing

water
rubbing

dry

for quantitative analysis of

for woven fabrics

8703-Standard atmospheric conditions for testing

8806-Methods of humidity measurement

units and numerical values given in { } in this Standard
based on the traditional unit system and appended for
reference.

The following definitions apply to the main terms used in this Standard:

(1) Standard condition in test room The state of the temperature of

20t 2°C and of (65%2) 7% RH as specified in JIS Z 8703 in temperature,
humidity and permissible tolerance thereon.
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