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‘ JAPANESE INDUSTRIAL STANDARD JIS

Testing Methods for Water Vapour L 1099-1985
Permeability of Clothes :
1. Scope

. This Japanese Industrial Standard specifies testing methods for water
vapour permeability(!) of clothes.

Note (') The water vapour permeability means the value of mass (g) of
water vapour passing clothes at specified temperature and
humidity converted to per 1 m? and 1 h.

2, (Classification of tests

As to the tests, the following three classes are specified and these
are respectively separate independent test methods. In the case of testing, .
O carry out by selecting the suitable method from these methods.

(1) Method A

(a) Method A-1 (Calcium chloride method)

(b) Method A-2 (Water method)

(2) Method B (Calcium acetate method)

3. Taking-out of sample

The sample shall, as a rule, be taken-out in the case of woven fabrics
from the part excluding each L1/10 of total width from both ear ends and
1l m or more from the end, and in the case of knitted fabric, from the
part apart by 50 cm or more from the end and for that having ear, from
the part apart by 10 cm or more from the ear end.

Applicable Standards:
JIS K 8125-Calcium Chloride (for U-Tube)
JIS K 8363-Potassium Acetate
. JIS L 0217-Care Labelling of Textile Goods
Corresponding International Standard:

ISO 2528-Sheet materials - Determination of water vapour transmission
rate — Dish method

Reference Standards: )
JIS K 6549-Testing Method for Water Vapour Permeability of Leather

JIS Z 0208-Testing Methods for Determination of the Water Vapour

Transmission Rate of Moisture - Proof Packaging Materials
‘ (Dish Method)
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