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Methods for assessing the appearance of L 1905-1994
seam pucker on textiles

1. Scope This Japanese Industrial Standard specifies the methods for assessing
the degree of seam pucker that appears on the cloths or fabrics sewed up by threads
out of the textile fabrics.

Remarks 1. The standards cited in this Standard are as follows:

JIS C 7601 Fluorescent lamps for general lighting service

JIS L 0105 General principles of physical testing methods for
textiles

JIS L 0805 Grey scale for assessing staining

2. The following International standard corresponds to this Stand-
ard:

ISO 7770: 1985 Textiles—Method for assessing the appearance
of seams in durable press products after domes-
tic washing and drying

2. Definition For the main terms used in this Standard, the definitions in JIS L
0105 apply, and the rest of the term is as follows:

seam pucker éewing cramp or wrinkle that came into being relatively con-
tinuously along a seam line.

3. Condition of test room The assessment shall be carried out in a laboratory of
the standard condition specified in JIS L 0105. If the laboratory cannot be kept in the
standard condition, the assessment shall be carried out at the place of a state as near
the standard condition as possible and, in this case, the temperature and relative
humidity at the time of assessment shall be added to the report specified in 6.

4. Sampling and preparation of specimens or test pieces

(1) In the case of cloth Take three test pieces, each measuring 38 ¢cm x 38 cm
from a cloth or a part of the same sewing condition in a manner that a seam is
inserted through the middle and the test pieces do not fray. The sampled
specimens are, as a rule, brought to standard condition after being stitched
loosely at the line 1 ¢cm distant from the edge using dimensionally stable
thread, or in a like manner, in order to prevent curling.

In the case where sampling and preparing the test piece of the size of 38 cm x
38 em from the fabrics, it is considered to be the same as in the case of cloth.
If it is difficult to take the test piece of the size of 38 cm x 38 cm, the sampling
may be that the jagged wave of seam pucker arising in the direction of 90° to
the sewing direction is included up to its end part.
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