JIS

JAPANESE
INDUSTRIAL
STANDARD

Translated and Published by
Japanese Standards Association

JIS L 1909:2w
(JTETC/JSA)

Textiles—Determination of
dimensional change

ICS 59.080.01;59.080.30;61.020
Reference number : JIS L 1909 : 2010 (E) Documents

Document Sharing Hub
105

PROTECTED BY COPYRIGHT

Full document details: JIS L 1909-2010


http://www.avadocuments.com/doc/jis-l-1909-2010
http://www.avadocuments.com/doc/jis-l-1909-2010

L 1909 : 2010

Date of Establishment: 1995-02-01

Date of Revision: 2010-06-21

Date of Public Notice in Official Gazette: 2010-06-21

Investigated by: Japanese Industrial Standards Committee
Standards Board

Technical Committee on Consumer Life Products

JIS L 1909 : 2010, First English edition published in 2011-07

Translated and published by: Japanese Standards Association
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN

In the event of any doubts arising as to the contents,
the original JIS is to be the final authority.

© JSA 2011
All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or

utilized in any form or by any means, electronic or mechanical, including photocopying and microfilm,
without permission in writing from the publisher.

Printed in Japan

HN
Documents
PROTECTED RY COPYRIGHT Document Sharing Hub

Full document details: JIS L 1909-2010


http://www.avadocuments.com/doc/jis-l-1909-2010
http://www.avadocuments.com/doc/jis-l-1909-2010

L 1909 : 2010

Contents
Page

THLELOQUCEIONL <+veerveerrreerrererseenseeenreessseaseeesssessesesesessserseeenseeesseenseeasseesseesnssansesssnseasseesenesesansnens 1
I o = PO 1
D NOTTILALIVE TOFCTEIICES +eerveerreeerreerreeirsressreersserssesssssrsssesssesssessssesssossssssssossesessesssssssseons 1
3 Terms ANd AEFiMitions - ooeeereeeereeerererreerrerirreerreeesseesseeerseessseesssessssessesesssosssssssessesssssens 9
4 TeStING PLACE v errrremireiiriicr sttt 3
5 Implements to be used for MEASUTEMENt -« wororrrrrirreiieiirieieiie e, 3
6 NUMDET Of SAMPLES -+rerrerrerrrerrrersrieirteciese st 3
7 Marking method and preparation of sample - .-ccveeereemmemieniiiccenees 4
7.1 COMINON TNALEETS «ovvveeerermrereeemmmreteaaureteaaretetesrtreeeseiereeesesraeesanasseeessasmteeesssnneeeasnmnnes 4
7.2 Marking and measuring method before treatment - weewerrerireiciiieieinne. 4
7.3 MeASUTING POSIEIONS ++rererrererriretetitetetis ettt 4
8  Treatment MIEEROM < cocoreeerrrreeemmmreeeriiiteeeereteeesrareteseribetesemreeeeesobeeeeesemtaeeesansneeesaans 9
9  Adjustment after treatment and measuring method - eoereeerrenneinninnns 9
JO  CaloUlatiorn ceceecerereesessesecsreieteerieiaieisteieeietierseisetsssessossssassesssrssrscssssssassssssssessssserasssssssas 10
BT Y Ty Yo PP 10
Annex JA (informative) Comparison table between JIS and corresponding

International StATIAATAE - - oeeorreresrmrrrsseersreresscesnessnesssesas 11

(i) Documents

PROTECTED BY COPYRIGHT Document Sharing Hub

Full document details: JIS L 1909-2010


http://www.avadocuments.com/doc/jis-l-1909-2010
http://www.avadocuments.com/doc/jis-l-1909-2010

L 1909 :2010

Foreword

This translation has been made based on the original Japanese Industrial
Standard revised by the Minister of Economy, Trade and Industry
through deliberations at the Japanese Industrial Standards Committee
as the result of proposal of revision a Japanese Industrial Standard
submitted by Japan Textile Evaluation Technology Council (JTETC)/
Japanese Standards Association (JSA) with the draft being attached,
based on the provision of Article 12 Clause 1 of the Industrial
Standardization Law applicable to the case of revision by the provision
of Article 14.

Consequently JIS L 1909 : 2005 is replaced with this Standard.
This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard
may conflict with a patent right, application for a patent after opening
to the public, utility model right or application for registration of utility
model after opening to the public which have technical properties. The
relevant Minister and the Japanese Industrial Standards Committee
are not responsible for identifying the patent right, application for a
patent after opening to the public, utility model right or application
for registration of utility model after opening to the public which have
the said technical properties.
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JAPANESE INDUSTRIAL STANDARD JIS L 1909 : 2010

Textiles—Determination of dimensional change

Introduction

This Japanese Industrial Standard has been prepared based on the fourth edition
of ISO 3759 published in 2007 and the second edition of ISO 5077 published in 2007
with some modifications of the technical contents by considering various situations
concerning the washing of textiles in Japan.

The portions given sidelines or dotted underlines are the matters in which the
contents of the original International Standards have been modified. A list of
modifications with the explanations is given in Annex JA.

1 Scope

This Standard specifies the measuring method for the dimensional change caused
by washing, dry cleaning, immersion, drying, finishing treatment, etc. of textiles.
However, the fabrics and the floor coverings are excluded.

NOTE : The International Standards corresponding to this Standard and the
symbol of degree of correspondence are as follows.

ISO 3759 : 2007 Textiles—Preparation, marking and measuring of fabric
specimens and garments in tests for determination of dimensional change

ISO 5077 : 2007 Textiles—Determination of dimensional change in wash-
ing and drying (Overall evaluation: MOD)

In addition, symbols which denote the degree of correspondence in
the contents between the relevant International Standards and JIS are
IDT (identical), MOD (modified), and NEQ (not equivalent) according
to ISO/IEC Guide 21-1.

2 Normative references

The following standards contain provisions which, through reference in this text,
constitute provisions of this Standard. The most recent editions of the standards
(including amendments) indicated below shall be applied.

JIS B 7516 Metal rules

JIS L 0105 General principles of physical testing methods for textiles

NOTE : Corresponding International Standard : ISO 139 : 2005 Textiles—Stan-
dard atmospheres for conditioning and testing (MOD)
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3 Terms and definitions

For the purposes of this Standard, the terms and definitions given in JIS L 0105,
JIS L 0112 and L 0215, and the following terms and definitions apply.

3.1 textiles

the generic term of clothes, interior curtains, bedding sheets, etc. which are sewn by
using fabrics

3.2 side length
the length from the lowest point of arm hole to the bottom of clothes
3.3 front total length

a) in the case of upper wear, etc., the length of front body from the position
corresponding to side neck point to the hem line

b) in the case of overalls, the length from the centre at the front highest end to the
crotch stop or the end of opening

3.4 back total length

a) 1in the case of upper wear, etc., the length from the centre of back neckline to the
hem line

b) in the case of overalls, the length from the centre of back neckline to the crotch
stop

3.5 sleeves under length
the length from the lowest point of arm hole to the lower sleeve edge
3.6 yoke width

the width of back part between the seam sewn on of both sleeves at the middle point
between the neck point and the lower end of arm hole at the centre of back

When yoke exists, it means the width at seam part of yoke.
3.7 waist width
a) 1in the case of upper wear, etc., the width at the part corresponding to waist line
b) in the case of trousers and skirt, the width of waist line
3.8 width of bottom
in the case of upper wear, the width of hem part

The other cases shall be in accordance with JIS L 0112.
3.9 front raise length
the front length from crotch stop to waist, excluding waist belt
3.10 back raise length
the back length from crotch stop to waist, excluding waist belt
3.11 thigh width
the width of leg part passing crotch stop
3.12 hip width
the width of part corresponding to hip
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