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In the event of any doubt arising, ‘
the original Standard in Japanese is to be final autheority

Errata for JIS (English edition) are printed in Standardization Journal, published monthly
by the Japanese Standards Association.

Errata will be provided upon request, please contact: ‘

Business Department, ’
Japanese Standards Association
4-1-24, Akasaka, Minato-ku,
Tokyo, JAPAN 107 ~
TEL. 03-3583-8002

FAX. 03-3583-0462

Errata are also provided to subscribers of JIS (English edition) in Monthly Information.

Documents

Document Sharing Hub

Copyright by the Japanese Industrial Standards
Fri Sépu010@:0tnEhR0ELails: JIS L1910 0


http://avadocuments2026.com/doc/jis-l-1910-0
http://avadocuments2026.com/doc/jis-l-1910-0

JIS Lx1910 9 MW 4933508 053459L 171 A

1. Scope

JAPANESE INDUSTRIAL STANDARD

Test methods for percentage of

UDC 677.017:620.172:677.027
JIS

L 1910-1996

breaking and bursting strength lowering of
textiles to oxygen-bleaching

This Japanese Industrial Standard specifies the test methods for

percentage of breaking and bursting strength lowering of oxygen-bleached

textiles.
’ Remarks: The following standards are cited in this Standard:

JIS B 7721 Tensile testing machines

JIS K 0557 Water used for chemical analysis

JIS K 1408 Sodium silicate

JIS K 3371 Synthetic detergents for home laundering

JIS L 0105 General principles of physical testing methods for
textiles

JIS L 0208 Glossary of terms used in textile industry — Testing

JIS L 0821 Apparatus for testing of colour fastness to washing

JIS L 1018 Testing methods for knitted fabrics

JIS L 1096 Testing methods for woven fabrics

JIS P 8112 Paper and board — Determination of bursting
strength by Miillen low-pressure tester

JIS Z 8401 Rules for rounding off of numerical values

JIS Z 8802 Methods for determination of pH of aqueous

solutions

2. Definitions For the purposes of this Standard, the definitions given in JIS
L 0105 and JIS L 0208 apply.

3. Condition of laboratory A test shall be carried out in the laboratory under
the standard condition specified in JIS L 0105. When the laboratory can not be
kept in the standard condition, the test shall be carried out at a place as near to
the standard condition as possible, and temperature and relative humidity in
testing shall be appended to 9. Recording.

4.  Classification The test method shall be classified into two classes of
method A and method B, and either test or both tests shall be carried out
according to the purpose.

Items to be evaluated according to classification of samples shall be as given in
Table 1.

(1)  Method A  This method shall be used mainly for the test of the percent-

age of strength lowering to oxygen-bleaching in business laundry.

Documents

Copyright by the Japamesé Industrial Standards
Fri Sépu010@:0inE3R0ktails: JIS L1910 0


http://avadocuments2026.com/doc/jis-l-1910-0
http://avadocuments2026.com/doc/jis-l-1910-0

