
JAPANESE 
INDUSTRIAL 
STANDARD 

Translated and Published by 

Japanese Standards Association 

JIS L 1950-2: 2018 

Textiles-Anti-mosquito performance 
test method-Part 2: Contact test 
method 

ICS 59.080.01 

Reference number: JIS L 1950-2 : 2018 (E) 

PROTECTED BY COPYRIGHT 8S Copyright Japanese Standards Association 
Provided by IHS Markit under license with JSA Licensee=Hong Kong Polytechnic University/9976803100, User=TSANG, Tsz Ching

Not for Resale, 09/10/2019 07:15:23 MDTNo reproduction or networking permitted without license from IHS

--```,,`,`,,,```,,`,,,,,``,,`-`-`,,`,,`,`,,`---

Full document details: JIS L 1950-2 2018

http://www.avadocuments.com/doc/jis-l-1950-2-2018
http://www.avadocuments.com/doc/jis-l-1950-2-2018


L 1950-2 : 2018 

Date of Establishment: 2018-12-20 

Date of Public Notice in Official Gazette: 2018-12-20 

Investigated by: Japanese Industrial Standards Committee 

Standards Board for ISO area 

Technical Committee on Consumer Life Products 

JIS L 1950-2: 2018, First English edition published in 2019-06 

Translated and published by: Japanese Standards Association 
Mita MT Building, 3-13-12, Mita, Minato-ku, Tokyo, 108-0073 JAPAN 

© JSA 2019 

In the event of any doubts arising as to the contents, 
the original JIS is to be the final authority. 

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or 
utilized in any form or by any means, electronic or mechanical, including photocopying and 
microfilm, without permission in writing from the publisher. 

Printed in Japan 
HT/AT 

PROTECTED BY COPYRIGHT Copyright Japanese Standards Association 
Provided by IHS Markit under license with JSA Licensee=Hong Kong Polytechnic University/9976803100, User=TSANG, Tsz Ching

Not for Resale, 09/10/2019 07:15:23 MDTNo reproduction or networking permitted without license from IHS

--```,,`,`,,,```,,`,,,,,``,,`-`-`,,`,,`,`,,`---

Full document details: JIS L 1950-2 2018

http://www.avadocuments.com/doc/jis-l-1950-2-2018
http://www.avadocuments.com/doc/jis-l-1950-2-2018


L 1950-2 : 2018 

Contents 

Page 

Introduction ......................................................................................................................... 1 

1 Scope················································· ...................................................... ·····················1 

2 Normative references ...................................................... ···········································1 

3 Terms and definitions ...................................................... ··········································1 

4 Principle ............................................................................................................ ··········2 

5 Apparatus and materials .......................................................................................... 2 

5.1 Tubular device············································································································ 2 
5.2 Insect suction pipe ..................................................................................................... 3 

5.3 Test mosquitoes ...................................................... ····················································3 
5.4 Samples ....................................................................................................................... 3 

6 Test ............................................................................................................ ··················4 

6.1 Test environment ...................................................... ·················································4 
6.2 Preparation ............................................................................................................ ·····4 
6.3 Test operation ............................................................................................................. 4 

6.4 Treatment of test mosquitoes after test ...................................................... ············5 
6.5 Test results ............................................................................................................ ·····5 

7 Test report .................................................................................................................. 6 

Annex A (informative) Rearing environment of mosquitoes used for the test ··········8 

Annex B (informative) An example of calculating median knock down time, 

KT5o, according to probit analysis ···········································9 

Annex C (informative) Classification of lethality and knock down performance ····10 

(i) 

PROTECTED BY COPYRIGHT Copyright Japanese Standards Association 
Provided by IHS Markit under license with JSA Licensee=Hong Kong Polytechnic University/9976803100, User=TSANG, Tsz Ching

Not for Resale, 09/10/2019 07:15:23 MDTNo reproduction or networking permitted without license from IHS

-
-
`
`
`
,
,
`
,
`
,
,
,
`
`
`
,
,
`
,
,
,
,
,
`
`
,
,
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: JIS L 1950-2 2018

http://www.avadocuments.com/doc/jis-l-1950-2-2018
http://www.avadocuments.com/doc/jis-l-1950-2-2018


L 1950-2 : 2018 

Foreword 

This Japanese Industrial Standard has been established by the Minister of Economy, 
Trade and Industry, through deliberations at the Japanese Industrial Standards 
Committee in accordance with the Industrial Standardization Law. 

This JIS document is protected by the Copyright Law. 

Attention is drawn to the possibility that some parts of this Standard may conflict with 
patent rights, applications for a patent after opening to the public or utility model rights. 
The relevant Minister and the Japanese Industrial Standards Committee are not 
responsible for identifying any of such patent rights, applications for a patent after 
opening to the public or utility model rights. 

JIS L 1950 series consists of the following 2 parts under the general title "Textiles­
Anti-mosquito performance test method": 

Part 1: Test method for the attractive blood-feeding apparatus 

Part 2: Contact test method 

(ii) 
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JAPANESE INDUSTRIAL STANDARD JIS L 1950-2 : 2018 

Textiles-Anti-mosquito performance 
test method-Part 2: Contact test method 

Introduction 

Nowadays, concerns are rising over an epidemic of infectious diseases carried by mos­
quitoes and other insects. Given this situation, consumers demands for textiles having 
anti-mosquito performance as an enhanced functionality are on an increasing trend. 
However, due to the absence of official evaluation methods for the performance of tex­
tiles finished with anti-mosquito functionality, providing unbiased technical information 
about the performance is difficult in the present situation. Therefore, test methods have 
been specified for objective evaluation of the anti-mosquito performance. 

For materials of textiles used for e.g. clothing through which blood is expected to be 
sucked, Part 1 specifies a test method for the attractive blood-feeding apparatus in which 
a human or animal is not used as a blood-feeding source. For materials of e.g. a mos­
quito net, curtain and tent which are used for separating the activity area of mosqui­
toes from human habitation area by killing or knocking down mosquitoes, Part 2 
specifies the contact test method. 

1 Scope 

This Japanese Industrial Standard specifies a test method for anti-mosquito perfor­
mance of textiles. This Standard applies to textiles for e.g. a mosquito net, curtain and 
tent which are used for separating the activity area of mosquitoes from human habita­
tion area. 

2 Normative references 

The following standards contain provisions which, through reference in this text, con­
stitute provisions of this Standard. The most recent editions of the standards (includ­
ing amendments) indicated below shall be applied. 

JIS L 0105 General principles of physical testing methods for textiles 

JIS L 0207 Glossary of terms used in textile industry (Dyeing and finishing) 

JIS L 0208 Glossary of terms used in textile industry-Testing 

JIS P 3801 Filter paper (for chemical analysis) 

JIS Z 8401 Guide to the rounding of numbers 

3 Terms and definitions 

For the purpose of this Standard, the terms and definitions given in JIS L 0207 and 
JIS L 0208, and the following apply. 

3.1 

normal insect 

test mosquito which acts normally in the same manner as it did before the start of a 
test 
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