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JAPANESE INDUSTRIAL STANDARD - JIs
L 2310-1978

Silk Sewing Thread
(Reaffirmed: 1983)

1. Scope

This Japanese Industrial Standard specifies the silk

sewing thread, hereinafter referred to as the "thread".

Remarks: 1. The units and numerical values given in
{ } in this standard are in
accordance with the International System of

Units (SI) and are appended for reference.

Applicable Standards:
JIS L 0803-Undyed Cloth for Staining of Colour
Fastness Test
JIS L 0844-Testing Method for Colour Fastness to Washing

JIS L 0845-Testing Method for Colour Fastness to Hot
Watex

JIS L 0849-Testing Method for Colour Fastness to Rubbing
JIS Z 8703-standard Atmospheric Conditions for Testing

Reference Standards:

JIS L 0101-Tex System to Designate Linear Density of
Fibres, Yarn Intermediates, Yarns and Other
Textile Materials

JIS Z 8203-SI Units and the Use of their Multiples and
of Certain Other Units
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2. The unit "Tex" and numerical values
suffixed with the unit in this standard
are based on the Tex System and are

appended for reference.

2. Classification

The thread shall be classified into the following four .
'types: | _
(1) Silk hand sewing thread (Seaming thread)
(2) Silk machine sewing thread
(3) Silk linking thread for button hole (Hole thread)

(4) Silk basting thread

3. Quality

3.1 Appearance The thread shall have fine gloss free
from noticeable yarn unevenness, twist kink, fluff, etc.
In addition, the thread shall be free from noticeable

unevenness of finish and stains.

3.2 Knot Ending Marks The number of knot ending marks

(!) shall be presented by converted number per 10g in mass
of the thread, and it shall not exceed the appro- |
priate value given in Table l. However, the thread

of stretch twist is exempted from the application

of this rule.
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