JIS L4107 85 BN 4933L08 DOLS587 D WA

UDC 677.07 : 687.15 : 615.479

JAPANESE INDUSTRIAL STANDARD

White Garments

@ JIS L 4107

Translated and Published
by_

Japanese Standrards Associatio‘n

Documents
Printed in Japan 63

L 4107


http://www.avadocuments.com/doc/jis-l-4107-0
http://www.avadocuments.com/doc/jis-l-4107-0

JIS Lx4207 45 W@ 4933bL08 00bLS5584 2 WA

Translation without guarantee
In the event of any doubt arising, the original
standard in Japanese is to be evidence

Documents

Document Sharing Hub

Copyright by the Japanese Industrial Standards
Fri Sépu0100:08:28120ktails: JIS L 4107 0


http://www.avadocuments.com/doc/jis-l-4107-0
http://www.avadocuments.com/doc/jis-l-4107-0

JIS Lx4107 85 WM 4933508 0O0L5589 4 WM

UDC .677.07:687.15:615,479
@ JAPANESE INDUSTRIAL STANDARD JIS

White Garments L 4107-1985

1, Scope
This Japanese Industrial Standard specifies ready-made white garments.

Remark: In this Standard, the units and numerical values shown in
{ } are based on the tex count.

2. Classification of Sizes

Classification of sizes shall be as specified in 3.5.1 and 3.5.2 of JIS
L 4004, and 3.6.1 (1) and (2) and 3.6.2 of JIS L 4005.

3. Materials

3.1 Cloth Materials The cloth materials shall be suitable for white
garments and be free of defects detrimental to quality, such as weaving
bars, weaving flaw, mis-take-up, knitting flaw, or stains. The material,
when it is tested in accordance with 5, shall ocnform to the requirements
specified in Table.

Table
Testing items Criteria
Woven fabric +2.5 § max.
Shrinkage '
Warp | +3 % max.
percentage Knitting fabric
Weft [ +5 %, -3 % max.
. Grade 4 or superior in colour changing,
Washing Grade 3 to 4 or superior in staining
Colour ;
fastness Light For light colour(') | Grade 3 or superior
stability Others Grade 4 or superior

Note (!) The light colours mentioned here indicate ones
lighter than the standard depth of colour specified
in JIS L 0812.

3.2 Sewing Thread Sewing thread shall have the quality specified in
JIS L 2101, JIS L 2510 and JIS L 2511, or ones equal or superior to them in
quality, and shall be proportionate to the quality of the cloth material used.

In case dyed thread is to be used, it shall be selected on the basis of
washing fastness.

3.3  Accessories Accessories such as buttons, snaps, and fasteners
shall be sufficiently fit for wearing, and they shall not easily break, fuse,
fade or discolour when washed or ironed.

Applicable Standards and Reference Standard: See page 3.
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4, Manufacture

4.1 Cutting Cutting shall be done correctly.
4.2 Sewing Sewing shall be made as follows:
(1) Sewing of each part is flawless,
(2) There is no slip or no seam undone.

(3) Stitches balancing thread tension and seams are perfect, and no
noticeable seaming bow exists.

(4) The number of stitches for fancy stitching and seaming shall be
13 or more per 3 cm,

The number of stitches for hemming (lock stitch) and rein-
forcing stitching (interlock stitch) shall be 10 or more per 3 cm.

(5) Margin to seam shall be 0.6 cm or more, and reverse stitches
within 1 em are provided at the start and end of sewing.
However, hemming (lock stitch) and reinforcing stitches
(interlock stitch) need not have reverse stitching.

(6) Turnups of trousers hem and of sleeve cuff are 1.5 cm or more.

4.3 Buttonholing Buttonholing shall be finished correctly and neatly.

4.4 Button Sewing Button sewing shall be made as follows:

(1) In machine sewing, use the sewing thread of 40/3%{145 dtex x 31,
make more than 16 needles or employ an attaching method which
ensures equal or larger durability.

(2) In hand sewing, pass double thread of 16/3%{370 dtex x 3} or
superior to it through a button twice, under-wind 3 times or
more, and underknot.

4.5 Attaching Accessories Other than Buttons The accessories other
than buttons shall be attached durably and neatly.

4.6 Finishing Finishing shall be normal and neat,

4.7 Appearance Appearance shall exhibit neat sewing and be free from
defects detrimental to appearance, such as a browned area resulting from
ironing, excessive size, staines, flaws or loose thread ends.

5. Testing Method

5.1 Shrinkage Percentage Woven fabrics shall be tested by Method G
in JIS L 1042.

Knitted fabrics shall be tested by Method H in JIS L 1018, The opera-
tion of washing shall, however, conform to the method specified in Washing
(with water) No. 103 in Testing Method by Symbols (1) in Attached Table

of JIS L 0217, : ‘
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