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Cloth Underpants (Short and Long) L 4111-1980

1. Scope

This Japanese Industrial Standard specifies ready-made short and long
cloth underpants.

2. (Classification of Size

Classification of size shall be as specified in 3.9.3 of JIS L 4004,
3. Materials

3.1 Cloth Material The cloth material shall be suitable for cloth under-
pants (short and long) and be free of such defects detrimental to quality as
weaving bars, other weaving flaws, and stains, with a shrinkage percentage
within #3%. Colour fastness both to washing and to light for dyed cloth
material shall be the 4th grade or better.

3.2 Sewing Thread Sewing thread shall have the quality specified in JIS
L 2101, L 2510, and L 2511, or superior quality, and shall be suitable for
the quality of the cloth material used.

3.3 Accessories Accessories such as buttons, strings, and elastic cords
shall successfully resist washing and wearing.

4, Manufacture
4.1 Sewing Sewing shall be made as follows:
(1) Flawless sewing of each part.
(2) No slipped or undone seams.

(3) Flawless stitch balancing thread tension and seams, and no noticeable
seaming bow.

(4) The number of stitches shall be 15 or more per 3 cm. The number of
stitches in the area where four-needle stitching is employed shall be
10 or more per 3 cm.

(5) The fold-over at the cuffs shall be 3/4 cm or more. However, the fold-
over at the cuffs of long underpants shall be 2 cm or more.

(6) The piping for an elastic cord or string shall be sewn in such a way
that they can be replaced easily.

4.2 Buttonholing Buttonholing shall be finished correctly and neatly.

4.3 Button Sewing In hand sewing, double thread of 20/3°% or 30/3° or su-
perior shall be passed through a button twice or more, under-wound 4 times
or more, and under-knotted. In machine sewing, the amount of thread and its
strength shall be the same as in hand sewing.
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