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JAPANESE INDUSTRIAL STANDARD JIS

Boys and Youths' Open Shirts L 4112-1980

1. Scope

This Japanese Industrial Standard specifies boys and youths' open shirts,
excepting those made of knitted fabric.

2. Classification of Size

Classification of size shall be as specified in 3.5 of JIS L 4002, and
‘ 3.7 of JIS L 4003. .

3. Materials

3.1 Cloth Material The cloth material shall be suitable for boys and
youths' open shirts and be free of such defects detrimental to quality as
dyeing specks, weaving bars, other weaving flaws, and stains, with a shrink-
age percentage within *3%. The colour fastness to washing of dyed cloth shall
be the 4th grade or better both for change in colour and staining, and the
colour fastness to light shall be the 4th grade or better.

3.2 Sewing Thread Sewing thread shall have the quality specified in JIS
L 2101, L 2310, L 2510, and L 2511 or superior quality. The yarn count and
colour of the thread shall be appropriate for the applicable parts.

3.3 Padding Cloth Padding cloth shall be suited for the outer cloth used.

3.4 Buttons Buttons shall have moderate thickness and brightness; their
shape and colour shall not be changed by washing and ironing.

4. Manufacture
4.1 Sewing Sewing shall be made as follows:
(1) Flawless sewing of each part.
(2) No slipped or undone seams.

(3) Flawless stitch balancing thread tension and seams, and no noticeable
seaming bow.

(4) The number of stitches shall be 15 or more per 3 cm for seaming, hem-
\ ‘ ming (lock stitch), and reinforcing stitching (interlock stitch), and
18 or more per 3 cm for fancy stitching.

4,2 Fitting and Sewing of Arms, Cuffs, and Pocket The fitting and sewing
of arms, cuffs, and pockets shall be as follows:

(1) No gore (patch), excepting an arm gore (arm patch).
(2) No twisting and waviness.

(3) Regular sewing positionms.

Applicable Standards: See page 3. Documents
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